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35 I.A.C. § 845.610(b)(3)(D) 
GROUNDWATER MONITORING DATA AND DETECTED EXCEEDANCES1 
QUARTER 1, 2025 
BOTTOM ASH POND, BALDWIN POWER PLANT, BALDWIN, ILLINOIS 

May 3, 2025 

Samples were collected and analyzed for the parameters listed in Title 35 of the Illinois Administrative Code 

(35 I.A.C.) Section (§) 845.600(a), calcium, and turbidity. Final laboratory analytical data was received on 

March 4, 2025.  

The monitoring well locations are included in Figure 1. Attachment A summarizes the groundwater 

elevation data for the Quarter 1, 2025 sampling event. Table 1 is a summary of the field parameters and 

analytical results. Attachment B contains the associated laboratory analytical reports and field data sheets 

for the Quarter 1, 2025 sampling event.  

Following the observation of abnormally high groundwater elevations, background well MW-358 was 

inspected and one of the well casing joints in MW-358 was observed to be compromised. The IEPA was 

notified on September 16, 20242 and MW-358 was abandoned and replaced with MW-358R in October 2024. 

Updates to the Groundwater Monitoring Plan Revision 13 will be considered following IEPA review and 

approval of an operating permit. 

In accordance with 35 I.A.C. § 845.610(b)(3)(C) and the statistical analysis plan submitted with the 

operating permit application (Appendix A of the Groundwater Monitoring Plan4), constituent concentrations 

observed at compliance monitoring wells in Quarter 1, 2025 were evaluated for compliance with the 

groundwater protection standards (GWPSs) described in 35 I.A.C. § 845.600 to determine exceedances of 

the GWPS (Table 2). Attachment C shows the results of the comparison to background levels. 

The date of this submittal is considered to be the date that the exceedances were detected. 

As allowed in 35 I.A.C. § 845.650(e), an Alternative Source Demonstration5 (ASD) was submitted on 

October 27, 2023 for exceedances of the chloride and fluoride GWPS detected during the Quarter 2, 2023 

sampling event. Exceedances of chloride and fluoride were detected during the Quarter 1, 2025 sampling 

1 Throughout this document, “exceedance” or “exceedances” is intended to refer only to potential exceedances of proposed applicable 

background statistics or Groundwater Protection Standards (GWPSs) as described in the proposed groundwater monitoring program, which 

was submitted to the IEPA on October 25, 2021 as part of Dynegy Midwest Generation, LLC’s operating permit application for Baldwin 

Power Plant Bottom Ash Pond. That operating permit application, including the proposed groundwater monitoring program, remains under 

review by the IEPA and therefore Dynegy Midwest Generation, LLC has not identified any actual exceedances. 

2 Luminant, 2024. Re: Baldwin Power Plant Groundwater Well Abandonment and Replacement. September 16, 2024. 

3 Ramboll Americas Engineering Solutions, Inc. (Ramboll), 2023. Groundwater Monitoring Plan Revision 1. Baldwin Power Plant, Bottom 

Ash Pond, Baldwin, Illinois. Dynegy Midwest Generation, LLC. August 1, 2023.

4 Ramboll Americas Engineering Solutions, Inc. (Ramboll), 2023. Groundwater Monitoring Plan Revision 1. Baldwin Power Plant, Bottom 

Ash Pond, Baldwin, Illinois. Dynegy Midwest Generation, LLC. August 1, 2023.

5 Geosyntec Consultants, Inc. (Geosyntec), 2024. Alternative Source Demonstration. Baldwin Power Plant Bottom Ash Pond, (Unit ID 

#601), Prepared for Dynegy Midwest Generation, LLC. October 27, 2023.
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event in the same monitoring wells identified in the approved ASD. The Illinois Environmental Protection 

Agency (IEPA) provided a written concurrence with the ASD on November 28, 20236.  

A second ASD7 was submitted on July 8, 2024 for the exceedance of the lithium GWPS detected during the 

Quarter 1, 2024 sampling event. An exceedance of lithium was detected during the Quarter 1, 2025 

sampling event in the same monitoring wells identified in the approved ASD. The IEPA provided a written 

concurrence with the ASD on August 8, 20248.  

As allowed in 35 I.A.C. § 845.650(e), an ASD9 was submitted on September 17, 2024, for the exceedance 

of the fluoride GWPS detected at monitoring well MW-392 during the Quarter 2, 2024 sampling event. The 

Illinois Environmental Protection Agency (IEPA) provided a written response on October 3, 202410 that did 

not concur with the ASD. Another ASD11 was submitted on December 20, 2024, for the exceedance of the 

Fluoride GWPS detected at monitoring well MW-392 during the Quarter 3, 2024 sampling event. The IEPA 

provided a written concurrence with the Quarter 3, 2024 ASD on January 22, 202512. An exceedance of 

fluoride was detected during the Quarter 4, 2024 sampling event in the same monitoring well.  

TABLES 

Table 1 Field Parameters and Analytical Results - Quarter 1, 2025 

Table 2 Evaluation of Compliance - Quarter 1, 2025 

FIGURES 

Figure 1 Monitoring Well Location Map 

ATTACHMENTS 

Attachment A Groundwater Elevation Data - Quarter 1, 2025 

Attachment B Laboratory Reports and Field Data Sheets - Quarter 1, 2025 

Attachment C Comparison to Background - Quarter 1, 2025 

6 Illinois Environmental Protection Agency (IEPA), 2023. Letter from Michael Summers (IEPA) to Phil Morris (Dynegy Midwest Generation, LLC): Re: Baldwin Power 

Plant Bottom Ash Pond; W1578510001-06, Alternative Soruce Demonstration (ASD) Submittal. November 28, 2023. 

7 Geosyntec Consultants, Inc. (Geosyntec), 2024. Alternative Source Demonstration. Baldwin Power Plant Bottom Ash Pond, (Unit ID #601), Prepared for Dynegy 

Midwest Generation, LLC. October 27, 2023. 

8 Illinois Environmental Protection Agency (IEPA), 2023. Letter from Michael Summers (IEPA) to Phil Morris (Dynegy Midwest Generation, LLC): Re: Baldwin Power 

Plant Bottom Ash Pond; W1578510001-06, Alternative Soruce Demonstration (ASD) Submittal. August 8, 2024. 

9 Geosyntec Consultants, Inc. (Geosyntec), 2024. Alternative Source Demonstration. Baldwin Power Plant Bottom Ash Pond, (Unit ID #601), Prepared for Dynegy 

Midwest Generation, LLC. September 17, 2024. 

10 Illinois Environmental Protection Agency (IEPA), 2024. Letter from Darin LeCrone (IEPA) to Phil Morris (Dynegy Midwest Generation, LLC): Re: Baldwin Power 

Plant Bottom Ash Pond; W1578510001-06, Alternative Soruce Demonstration (ASD) Submittal. October 3, 2024. 

11 Geosyntec Consultants, Inc. (Geosyntec), 2024. Alternative Source Demonstration. Baldwin Power Plant Bottom Ash Pond, (Unit ID #601), Prepared for Dynegy 

Midwest Generation, LLC. December 20, 2024. 

12 Illinois Environmental Protection Agency (IEPA), 2025. Letter from Darin LeCrone (IEPA) to Phil Morris (Dynegy Midwest Generation, LLC): Re: Baldwin Power 

Plant Bottom Ash Pond; W1578510001-06, Alternative Soruce Demonstration (ASD) Submittal. January 22, 2025. 
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TABLE 1. 

FIELD PARAMETERS AND ANALYTICAL RESULTS - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID Well Type Event Date Parameter Result Unit 

MW-304 Background E008 01/22/2025 Antimony, total 0.0004 U mg/L 

MW-304 Background E008 01/22/2025 Arsenic, total 0.00260 mg/L 

MW-304 Background E008 01/22/2025 Barium, total 0.0175 mg/L 

MW-304 Background E008 01/22/2025 Beryllium, total 0.0002 U mg/L 

MW-304 Background E008 01/22/2025 Boron, total 1.82 mg/L 

MW-304 Background E008 01/22/2025 Cadmium, total 0.0002 U mg/L 

MW-304 Background E008 01/22/2025 Calcium, total 11.1 mg/L 

MW-304 Background E008 01/22/2025 Chloride, total 161 mg/L 

MW-304 Background E008 01/22/2025 Chromium, total 0.0008 J mg/L 

MW-304 Background E008 01/22/2025 Cobalt, total 0.0001 U mg/L 

MW-304 Background E008 01/22/2025 Dissolved Oxygen 1.08 mg/L 

MW-304 Background E008 01/22/2025 Fluoride, total 1.55 mg/L 

MW-304 Background E008 01/22/2025 Lead, total 0.0006 U mg/L 

MW-304 Background E008 01/22/2025 Lithium, total 0.0962 mg/L 

MW-304 Background E008 01/22/2025 Mercury, total 0.00006 U mg/L 

MW-304 Background E008 01/22/2025 Molybdenum, total 0.001 J mg/L 

MW-304 Background E008 01/22/2025 Oxidation Reduction Potential 92.0 mV 

MW-304 Background E008 01/22/2025 pH (field) 7.7 SU 

MW-304 Background E008 01/22/2025 Radium 226 + Radium 228, total 0.387 pCi/L 

MW-304 Background E008 01/22/2025 Selenium, total 0.0006 U mg/L 

MW-304 Background E008 01/22/2025 Specific Conductance @ 25C (field) 2,090 micromhos/cm 

MW-304 Background E008 01/22/2025 Sulfate, total 178 mg/L 

MW-304 Background E008 01/22/2025 Temperature 13.9 degrees C 

MW-304 Background E008 01/22/2025 Thallium, total 0.001 U mg/L 

MW-304 Background E008 01/22/2025 Total Dissolved Solids 1,410 mg/L 

MW-304 Background E008 01/22/2025 Turbidity, field 6.80 NTU 

MW-358R Background E008 01/24/2025 Antimony, total 0.0005 J mg/L 

MW-358R Background E008 01/24/2025 Arsenic, total 0.00230 mg/L 

MW-358R Background E008 01/24/2025 Barium, total 0.195 mg/L 

MW-358R Background E008 01/24/2025 Beryllium, total 0.0002 U mg/L 

MW-358R Background E008 01/24/2025 Boron, total 1.30 mg/L 

MW-358R Background E008 01/24/2025 Cadmium, total 0.0002 J mg/L 

MW-358R Background E008 01/24/2025 Calcium, total 38.9 mg/L 

MW-358R Background E008 01/24/2025 Chloride, total 1,330 mg/L 

MW-358R Background E008 01/24/2025 Chromium, total 0.00400 mg/L 

MW-358R Background E008 01/24/2025 Cobalt, total 0.0007 J mg/L 

MW-358R Background E008 01/24/2025 Dissolved Oxygen 1.02 mg/L 

MW-358R Background E008 01/24/2025 Fluoride, total 1.26 mg/L 

MW-358R Background E008 01/24/2025 Lead, total 0.00130 mg/L 

MW-358R Background E008 01/24/2025 Lithium, total 0.00910 mg/L 

MW-358R Background E008 01/24/2025 Mercury, total 0.00006 U mg/L 

MW-358R Background E008 01/24/2025 Molybdenum, total 0.0278 mg/L 

MW-358R Background E008 01/24/2025 Oxidation Reduction Potential 50.0 mV 

MW-358R Background E008 01/24/2025 pH (field) 7.3 SU 

MW-358R Background E008 01/24/2025 Radium 226 + Radium 228, total 0.431 pCi/L 

MW-358R Background E008 01/24/2025 Selenium, total 0.0006 U mg/L 
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TABLE 1. 

FIELD PARAMETERS AND ANALYTICAL RESULTS - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID Well Type Event Date Parameter Result Unit 

MW-358R Background E008 01/24/2025 Specific Conductance @ 25C (field) 4,080 micromhos/cm 

MW-358R Background E008 01/24/2025 Sulfate, total 21.2 mg/L 

MW-358R Background E008 01/24/2025 Temperature 12.7 degrees C 

MW-358R Background E008 01/24/2025 Thallium, total 0.001 U mg/L 

MW-358R Background E008 01/24/2025 Total Dissolved Solids 3,020 mg/L 

MW-358R Background E008 01/24/2025 Turbidity, field 170 NTU 

MW-192 Compliance E008 01/22/2025 Antimony, total 0.0006 J mg/L 

MW-192 Compliance E008 01/22/2025 Arsenic, total 0.0007 J mg/L 

MW-192 Compliance E008 01/22/2025 Barium, total 0.0754 mg/L 

MW-192 Compliance E008 01/22/2025 Beryllium, total 0.0002 U mg/L 

MW-192 Compliance E008 01/22/2025 Boron, total 0.0576 mg/L 

MW-192 Compliance E008 01/22/2025 Cadmium, total 0.0002 U mg/L 

MW-192 Compliance E008 01/22/2025 Calcium, total 72.8 mg/L 

MW-192 Compliance E008 01/22/2025 Chloride, total 19.6 mg/L 

MW-192 Compliance E008 01/22/2025 Chromium, total 0.0009 J mg/L 

MW-192 Compliance E008 01/22/2025 Cobalt, total 0.0002 J mg/L 

MW-192 Compliance E008 01/22/2025 Dissolved Oxygen 0.790 mg/L 

MW-192 Compliance E008 01/22/2025 Fluoride, total 0.35 J mg/L 

MW-192 Compliance E008 01/22/2025 Lead, total 0.0006 U mg/L 

MW-192 Compliance E008 01/22/2025 Lithium, total 0.00370 mg/L 

MW-192 Compliance E008 01/22/2025 Mercury, total 0.00006 U mg/L 

MW-192 Compliance E008 01/22/2025 Molybdenum, total 0.00230 mg/L 

MW-192 Compliance E008 01/22/2025 Oxidation Reduction Potential -116 mV 

MW-192 Compliance E008 01/22/2025 pH (field) 6.9 SU 

MW-192 Compliance E008 01/22/2025 Radium 226 + Radium 228, total 0.209 pCi/L 

MW-192 Compliance E008 01/22/2025 Selenium, total 0.0006 U mg/L 

MW-192 Compliance E008 01/22/2025 Specific Conductance @ 25C (field) 1,330 micromhos/cm 

MW-192 Compliance E008 01/22/2025 Sulfate, total 15.4 mg/L 

MW-192 Compliance E008 01/22/2025 Temperature 14.8 degrees C 

MW-192 Compliance E008 01/22/2025 Thallium, total 0.001 U mg/L 

MW-192 Compliance E008 01/22/2025 Total Dissolved Solids 446 mg/L 

MW-192 Compliance E008 01/22/2025 Turbidity, field 13.0 NTU 

MW-193 Compliance E008 01/22/2025 Antimony, total 0.0005 J mg/L 

MW-193 Compliance E008 01/22/2025 Arsenic, total 0.00140 mg/L 

MW-193 Compliance E008 01/22/2025 Barium, total 0.0592 mg/L 

MW-193 Compliance E008 01/22/2025 Beryllium, total 0.0002 U mg/L 

MW-193 Compliance E008 01/22/2025 Boron, total 0.0881 mg/L 

MW-193 Compliance E008 01/22/2025 Cadmium, total 0.0002 U mg/L 

MW-193 Compliance E008 01/22/2025 Calcium, total 88.3 mg/L 

MW-193 Compliance E008 01/22/2025 Chloride, total 29.4 mg/L 

MW-193 Compliance E008 01/22/2025 Chromium, total 0.00200 mg/L 

MW-193 Compliance E008 01/22/2025 Cobalt, total 0.0008 J mg/L 

MW-193 Compliance E008 01/22/2025 Dissolved Oxygen 0.710 mg/L 

MW-193 Compliance E008 01/22/2025 Fluoride, total 0.24 J mg/L 

MW-193 Compliance E008 01/22/2025 Lead, total 0.0008 J mg/L 

MW-193 Compliance E008 01/22/2025 Lithium, total 0.00520 mg/L 
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TABLE 1. 

FIELD PARAMETERS AND ANALYTICAL RESULTS - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID Well Type Event Date Parameter Result Unit 

MW-193 Compliance E008 01/22/2025 Mercury, total 0.00006 U mg/L 

MW-193 Compliance E008 01/22/2025 Molybdenum, total 0.0009 J mg/L 

MW-193 Compliance E008 01/22/2025 Oxidation Reduction Potential -34.0 mV 

MW-193 Compliance E008 01/22/2025 pH (field) 6.7 SU 

MW-193 Compliance E008 01/22/2025 Radium 226 + Radium 228, total 0.483 pCi/L 

MW-193 Compliance E008 01/22/2025 Selenium, total 0.0006 U mg/L 

MW-193 Compliance E008 01/22/2025 Specific Conductance @ 25C (field) 1,590 micromhos/cm 

MW-193 Compliance E008 01/22/2025 Sulfate, total 142 mg/L 

MW-193 Compliance E008 01/22/2025 Temperature 15.3 degrees C 

MW-193 Compliance E008 01/22/2025 Thallium, total 0.001 U mg/L 

MW-193 Compliance E008 01/22/2025 Total Dissolved Solids 608 mg/L 

MW-193 Compliance E008 01/22/2025 Turbidity, field 13.0 NTU 

MW-356 Compliance E008 01/23/2025 Antimony, total 0.00220 mg/L 

MW-356 Compliance E008 01/23/2025 Arsenic, total 0.0007 J mg/L 

MW-356 Compliance E008 01/23/2025 Barium, total 0.0411 mg/L 

MW-356 Compliance E008 01/23/2025 Beryllium, total 0.0002 U mg/L 

MW-356 Compliance E008 01/23/2025 Boron, total 2.78 mg/L 

MW-356 Compliance E008 01/23/2025 Cadmium, total 0.0002 U mg/L 

MW-356 Compliance E008 01/23/2025 Calcium, total 12.6 mg/L 

MW-356 Compliance E008 01/23/2025 Chloride, total 27.1 mg/L 

MW-356 Compliance E008 01/23/2025 Chromium, total 0.0007 U mg/L 

MW-356 Compliance E008 01/23/2025 Cobalt, total 0.0001 U mg/L 

MW-356 Compliance E008 01/23/2025 Dissolved Oxygen 0.210 mg/L 

MW-356 Compliance E008 01/23/2025 Fluoride, total 1.86 mg/L 

MW-356 Compliance E008 01/23/2025 Lead, total 0.0006 U mg/L 

MW-356 Compliance E008 01/23/2025 Lithium, total 0.0799 mg/L 

MW-356 Compliance E008 01/23/2025 Mercury, total 0.00006 U mg/L 

MW-356 Compliance E008 01/23/2025 Molybdenum, total 0.00270 mg/L 

MW-356 Compliance E008 01/23/2025 Oxidation Reduction Potential -96.0 mV 

MW-356 Compliance E008 01/23/2025 pH (field) 7.7 SU 

MW-356 Compliance E008 01/23/2025 Radium 226 + Radium 228, total 1.02 pCi/L 

MW-356 Compliance E008 01/23/2025 Selenium, total 0.0006 U mg/L 

MW-356 Compliance E008 01/23/2025 Specific Conductance @ 25C (field) 1,960 micromhos/cm 

MW-356 Compliance E008 01/23/2025 Sulfate, total 37.9 mg/L 

MW-356 Compliance E008 01/23/2025 Temperature 12.7 degrees C 

MW-356 Compliance E008 01/23/2025 Thallium, total 0.001 U mg/L 

MW-356 Compliance E008 01/23/2025 Total Dissolved Solids 652 mg/L 

MW-356 Compliance E008 01/23/2025 Turbidity, field 3.50 NTU 

MW-369 Compliance E008 01/23/2025 Antimony, total 0.0005 J mg/L 

MW-369 Compliance E008 01/23/2025 Arsenic, total 0.00400 mg/L 

MW-369 Compliance E008 01/23/2025 Barium, total 0.119 mg/L 

MW-369 Compliance E008 01/23/2025 Beryllium, total 0.0002 U mg/L 

MW-369 Compliance E008 01/23/2025 Boron, total 0.298 mg/L 

MW-369 Compliance E008 01/23/2025 Cadmium, total 0.0002 U mg/L 

MW-369 Compliance E008 01/23/2025 Calcium, total 119 mg/L 

MW-369 Compliance E008 01/23/2025 Chloride, total 69.8 mg/L 



 

 4 of 9  

TABLE 1. 

FIELD PARAMETERS AND ANALYTICAL RESULTS - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID Well Type Event Date Parameter Result Unit 

MW-369 Compliance E008 01/23/2025 Chromium, total 0.00150 J mg/L 

MW-369 Compliance E008 01/23/2025 Cobalt, total 0.00220 mg/L 

MW-369 Compliance E008 01/23/2025 Dissolved Oxygen 0.0900 mg/L 

MW-369 Compliance E008 01/23/2025 Fluoride, total 0.610 mg/L 

MW-369 Compliance E008 01/23/2025 Lead, total 0.0006 J mg/L 

MW-369 Compliance E008 01/23/2025 Lithium, total 0.0176 mg/L 

MW-369 Compliance E008 01/23/2025 Mercury, total 0.00006 U mg/L 

MW-369 Compliance E008 01/23/2025 Molybdenum, total 0.00300 mg/L 

MW-369 Compliance E008 01/23/2025 Oxidation Reduction Potential -208 mV 

MW-369 Compliance E008 01/23/2025 pH (field) 8.4 SU 

MW-369 Compliance E008 01/23/2025 Radium 226 + Radium 228, total 0.772 pCi/L 

MW-369 Compliance E008 01/23/2025 Selenium, total 0.0006 U mg/L 

MW-369 Compliance E008 01/23/2025 Specific Conductance @ 25C (field) 3,960 micromhos/cm 

MW-369 Compliance E008 01/23/2025 Sulfate, total 96.1 mg/L 

MW-369 Compliance E008 01/23/2025 Temperature 13.6 degrees C 

MW-369 Compliance E008 01/23/2025 Thallium, total 0.001 U mg/L 

MW-369 Compliance E008 01/23/2025 Total Dissolved Solids 872 mg/L 

MW-369 Compliance E008 01/23/2025 Turbidity, field 37.0 NTU 

MW-370 Compliance E008 01/23/2025 Antimony, total 0.0004 U mg/L 

MW-370 Compliance E008 01/23/2025 Arsenic, total 0.0007 J mg/L 

MW-370 Compliance E008 01/23/2025 Barium, total 0.0334 mg/L 

MW-370 Compliance E008 01/23/2025 Beryllium, total 0.0002 U mg/L 

MW-370 Compliance E008 01/23/2025 Boron, total 1.86 mg/L 

MW-370 Compliance E008 01/23/2025 Cadmium, total 0.0002 U mg/L 

MW-370 Compliance E008 01/23/2025 Calcium, total 45.5 mg/L 

MW-370 Compliance E008 01/23/2025 Chloride, total 1,450 mg/L 

MW-370 Compliance E008 01/23/2025 Chromium, total 0.0007 U mg/L 

MW-370 Compliance E008 01/23/2025 Cobalt, total 0.0001 J mg/L 

MW-370 Compliance E008 01/23/2025 Dissolved Oxygen 0.170 mg/L 

MW-370 Compliance E008 01/23/2025 Fluoride, total 2.76 mg/L 

MW-370 Compliance E008 01/23/2025 Lead, total 0.0006 U mg/L 

MW-370 Compliance E008 01/23/2025 Lithium, total 0.141 mg/L 

MW-370 Compliance E008 01/23/2025 Mercury, total 0.00006 U mg/L 

MW-370 Compliance E008 01/23/2025 Molybdenum, total 0.00690 mg/L 

MW-370 Compliance E008 01/23/2025 Oxidation Reduction Potential -54.0 mV 

MW-370 Compliance E008 01/23/2025 pH (field) 7.6 SU 

MW-370 Compliance E008 01/23/2025 Radium 226 + Radium 228, total 1.01 pCi/L 

MW-370 Compliance E008 01/23/2025 Selenium, total 0.0006 U mg/L 

MW-370 Compliance E008 01/23/2025 Specific Conductance @ 25C (field) 9,090 micromhos/cm 

MW-370 Compliance E008 01/23/2025 Sulfate, total 245 mg/L 

MW-370 Compliance E008 01/23/2025 Temperature 13.1 degrees C 

MW-370 Compliance E008 01/23/2025 Thallium, total 0.001 U mg/L 

MW-370 Compliance E008 01/23/2025 Total Dissolved Solids 3,080 mg/L 

MW-370 Compliance E008 01/23/2025 Turbidity, field 11.0 NTU 

MW-382 Compliance E008 01/23/2025 Antimony, total 0.0004 U mg/L 

MW-382 Compliance E008 01/23/2025 Arsenic, total 0.00180 mg/L 
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TABLE 1. 

FIELD PARAMETERS AND ANALYTICAL RESULTS - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID Well Type Event Date Parameter Result Unit 

MW-382 Compliance E008 01/23/2025 Barium, total 0.0219 mg/L 

MW-382 Compliance E008 01/23/2025 Beryllium, total 0.0005 J mg/L 

MW-382 Compliance E008 01/23/2025 Boron, total 1.84 mg/L 

MW-382 Compliance E008 01/23/2025 Cadmium, total 0.0002 U mg/L 

MW-382 Compliance E008 01/23/2025 Calcium, total 33.4 mg/L 

MW-382 Compliance E008 01/23/2025 Chloride, total 25.9 mg/L 

MW-382 Compliance E008 01/23/2025 Chromium, total 0.0102 mg/L 

MW-382 Compliance E008 01/23/2025 Cobalt, total 0.00200 mg/L 

MW-382 Compliance E008 01/23/2025 Dissolved Oxygen 0.390 mg/L 

MW-382 Compliance E008 01/23/2025 Fluoride, total 2.57 mg/L 

MW-382 Compliance E008 01/23/2025 Lead, total 0.00260 mg/L 

MW-382 Compliance E008 01/23/2025 Lithium, total 0.0611 mg/L 

MW-382 Compliance E008 01/23/2025 Mercury, total 0.00006 U mg/L 

MW-382 Compliance E008 01/23/2025 Molybdenum, total 0.00230 mg/L 

MW-382 Compliance E008 01/23/2025 Oxidation Reduction Potential -104 mV 

MW-382 Compliance E008 01/23/2025 pH (field) 7.7 SU 

MW-382 Compliance E008 01/23/2025 Radium 226 + Radium 228, total 1.21 pCi/L 

MW-382 Compliance E008 01/23/2025 Selenium, total 0.0006 U mg/L 

MW-382 Compliance E008 01/23/2025 Specific Conductance @ 25C (field) 3,130 micromhos/cm 

MW-382 Compliance E008 01/23/2025 Sulfate, total 338 mg/L 

MW-382 Compliance E008 01/23/2025 Temperature 14.0 degrees C 

MW-382 Compliance E008 01/23/2025 Thallium, total 0.001 U mg/L 

MW-382 Compliance E008 01/23/2025 Total Dissolved Solids 1,200 mg/L 

MW-382 Compliance E008 01/23/2025 Turbidity, field 140 NTU 

MW-392 Compliance E008 01/22/2025 Antimony, total 0.0004 U mg/L 

MW-392 Compliance E008 01/22/2025 Arsenic, total 0.0004 U mg/L 

MW-392 Compliance E008 01/22/2025 Barium, total 0.0362 mg/L 

MW-392 Compliance E008 01/22/2025 Beryllium, total 0.0002 U mg/L 

MW-392 Compliance E008 01/22/2025 Boron, total 1.97 mg/L 

MW-392 Compliance E008 01/22/2025 Cadmium, total 0.0002 U mg/L 

MW-392 Compliance E008 01/22/2025 Calcium, total 28.2 mg/L 

MW-392 Compliance E008 01/22/2025 Chloride, total 952 mg/L 

MW-392 Compliance E008 01/22/2025 Chromium, total 0.00150 J mg/L 

MW-392 Compliance E008 01/22/2025 Cobalt, total 0.0002 J mg/L 

MW-392 Compliance E008 01/22/2025 Dissolved Oxygen 0.580 mg/L 

MW-392 Compliance E008 01/22/2025 Fluoride, total 3.71 mg/L 

MW-392 Compliance E008 01/22/2025 Lead, total 0.0006 U mg/L 

MW-392 Compliance E008 01/22/2025 Lithium, total 0.0834 mg/L 

MW-392 Compliance E008 01/22/2025 Mercury, total 0.00006 U mg/L 

MW-392 Compliance E008 01/22/2025 Molybdenum, total 0.0006 U mg/L 

MW-392 Compliance E008 01/22/2025 Oxidation Reduction Potential -161 mV 

MW-392 Compliance E008 01/22/2025 pH (field) 7.6 SU 

MW-392 Compliance E008 01/22/2025 Radium 226 + Radium 228, total 0.781 pCi/L 

MW-392 Compliance E008 01/22/2025 Selenium, total 0.0006 U mg/L 

MW-392 Compliance E008 01/22/2025 Specific Conductance @ 25C (field) 5,360 micromhos/cm 

MW-392 Compliance E008 01/22/2025 Sulfate, total 48.9 mg/L 
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TABLE 1. 

FIELD PARAMETERS AND ANALYTICAL RESULTS - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID Well Type Event Date Parameter Result Unit 

MW-392 Compliance E008 01/22/2025 Temperature 15.0 degrees C 

MW-392 Compliance E008 01/22/2025 Thallium, total 0.001 U mg/L 

MW-392 Compliance E008 01/22/2025 Total Dissolved Solids 1,940 mg/L 

MW-392 Compliance E008 01/22/2025 Turbidity, field 60.0 NTU 

MW-393 Compliance E008 01/22/2025 Antimony, total 0.0004 U mg/L 

MW-393 Compliance E008 01/22/2025 Arsenic, total 0.0004 U mg/L 

MW-393 Compliance E008 01/22/2025 Barium, total 0.0369 mg/L 

MW-393 Compliance E008 01/22/2025 Beryllium, total 0.0002 U mg/L 

MW-393 Compliance E008 01/22/2025 Boron, total 1.75 mg/L 

MW-393 Compliance E008 01/22/2025 Cadmium, total 0.0002 U mg/L 

MW-393 Compliance E008 01/22/2025 Calcium, total 6.10 mg/L 

MW-393 Compliance E008 01/22/2025 Chloride, total 846 mg/L 

MW-393 Compliance E008 01/22/2025 Chromium, total 0.0007 U mg/L 

MW-393 Compliance E008 01/22/2025 Cobalt, total 0.0001 U mg/L 

MW-393 Compliance E008 01/22/2025 Dissolved Oxygen 0.0600 mg/L 

MW-393 Compliance E008 01/22/2025 Fluoride, total 8.90 mg/L 

MW-393 Compliance E008 01/22/2025 Lead, total 0.0006 U mg/L 

MW-393 Compliance E008 01/22/2025 Lithium, total 0.0710 mg/L 

MW-393 Compliance E008 01/22/2025 Mercury, total 0.00006 U mg/L 

MW-393 Compliance E008 01/22/2025 Molybdenum, total 0.0006 U mg/L 

MW-393 Compliance E008 01/22/2025 Oxidation Reduction Potential -272 mV 

MW-393 Compliance E008 01/22/2025 pH (field) 8.1 SU 

MW-393 Compliance E008 01/22/2025 Radium 226 + Radium 228, total 0 pCi/L 

MW-393 Compliance E008 01/22/2025 Selenium, total 0.0006 U mg/L 

MW-393 Compliance E008 01/22/2025 Specific Conductance @ 25C (field) 6,770 micromhos/cm 

MW-393 Compliance E008 01/22/2025 Sulfate, total 142 mg/L 

MW-393 Compliance E008 01/22/2025 Temperature 15.1 degrees C 

MW-393 Compliance E008 01/22/2025 Thallium, total 0.001 U mg/L 

MW-393 Compliance E008 01/22/2025 Total Dissolved Solids 2,500 mg/L 

MW-393 Compliance E008 01/22/2025 Turbidity, field 6.60 NTU 

MW-394 Compliance E008 01/22/2025 Antimony, total 0.0004 U mg/L 

MW-394 Compliance E008 01/22/2025 Arsenic, total 0.0004 U mg/L 

MW-394 Compliance E008 01/22/2025 Barium, total 0.0179 mg/L 

MW-394 Compliance E008 01/22/2025 Beryllium, total 0.0002 U mg/L 

MW-394 Compliance E008 01/22/2025 Boron, total 1.92 mg/L 

MW-394 Compliance E008 01/22/2025 Cadmium, total 0.0002 U mg/L 

MW-394 Compliance E008 01/22/2025 Calcium, total 9.19 mg/L 

MW-394 Compliance E008 01/22/2025 Chloride, total 808 mg/L 

MW-394 Compliance E008 01/22/2025 Chromium, total 0.0007 U mg/L 

MW-394 Compliance E008 01/22/2025 Cobalt, total 0.0001 U mg/L 

MW-394 Compliance E008 01/22/2025 Dissolved Oxygen 0.0400 mg/L 

MW-394 Compliance E008 01/22/2025 Fluoride, total 4.44 mg/L 

MW-394 Compliance E008 01/22/2025 Lead, total 0.0006 U mg/L 

MW-394 Compliance E008 01/22/2025 Lithium, total 0.0740 mg/L 

MW-394 Compliance E008 01/22/2025 Mercury, total 0.00006 U mg/L 

MW-394 Compliance E008 01/22/2025 Molybdenum, total 0.0008 J mg/L 
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TABLE 1. 

FIELD PARAMETERS AND ANALYTICAL RESULTS - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID Well Type Event Date Parameter Result Unit 

MW-394 Compliance E008 01/22/2025 Oxidation Reduction Potential -313 mV 

MW-394 Compliance E008 01/22/2025 pH (field) 7.9 SU 

MW-394 Compliance E008 01/22/2025 Radium 226 + Radium 228, total 0.722 pCi/L 

MW-394 Compliance E008 01/22/2025 Selenium, total 0.0006 U mg/L 

MW-394 Compliance E008 01/22/2025 Specific Conductance @ 25C (field) 7,050 micromhos/cm 

MW-394 Compliance E008 01/22/2025 Sulfate, total 240 mg/L 

MW-394 Compliance E008 01/22/2025 Temperature 14.8 degrees C 

MW-394 Compliance E008 01/22/2025 Thallium, total 0.001 U mg/L 

MW-394 Compliance E008 01/22/2025 Total Dissolved Solids 2,350 mg/L 

MW-394 Compliance E008 01/22/2025 Turbidity, field 3.20 NTU 

OW-256 Compliance E008 01/27/2025 Antimony, total 0.0004 U mg/L 

OW-256 Compliance E008 01/27/2025 Arsenic, total 0.00100 mg/L 

OW-256 Compliance E008 01/27/2025 Barium, total 0.0811 mg/L 

OW-256 Compliance E008 01/27/2025 Beryllium, total 0.0002 U mg/L 

OW-256 Compliance E008 01/27/2025 Boron, total 0.230 mg/L 

OW-256 Compliance E008 01/27/2025 Cadmium, total 0.0002 J mg/L 

OW-256 Compliance E008 01/27/2025 Calcium, total 83.8 mg/L 

OW-256 Compliance E008 01/27/2025 Chloride, total 48.2 mg/L 

OW-256 Compliance E008 01/27/2025 Chromium, total 0.00160 mg/L 

OW-256 Compliance E008 01/27/2025 Cobalt, total 0.0005 J mg/L 

OW-256 Compliance E008 01/27/2025 Dissolved Oxygen 2.54 mg/L 

OW-256 Compliance E008 01/27/2025 Fluoride, total 0.24 J mg/L 

OW-256 Compliance E008 01/27/2025 Lead, total 0.0006 U mg/L 

OW-256 Compliance E008 01/27/2025 Lithium, total 0.0106 mg/L 

OW-256 Compliance E008 01/27/2025 Mercury, total 0.00006 U mg/L 

OW-256 Compliance E008 01/27/2025 Molybdenum, total 0.0012 J mg/L 

OW-256 Compliance E008 01/27/2025 Oxidation Reduction Potential -22.0 mV 

OW-256 Compliance E008 01/27/2025 pH (field) 6.9 SU 

OW-256 Compliance E008 01/27/2025 Radium 226 + Radium 228, total 0.319 pCi/L 

OW-256 Compliance E008 01/27/2025 Selenium, total 0.0006 U mg/L 

OW-256 Compliance E008 01/27/2025 Specific Conductance @ 25C (field) 352 micromhos/cm 

OW-256 Compliance E008 01/27/2025 Sulfate, total 61.7 mg/L 

OW-256 Compliance E008 01/27/2025 Temperature 12.7 degrees C 

OW-256 Compliance E008 01/27/2025 Thallium, total 0.001 U mg/L 

OW-256 Compliance E008 01/27/2025 Total Dissolved Solids 536 mg/L 

OW-256 Compliance E008 01/27/2025 Turbidity, field 6.00 NTU 

OW-257 Compliance E008 01/22/2025 Antimony, total 0.0004 U mg/L 

OW-257 Compliance E008 01/22/2025 Arsenic, total 0.00110 mg/L 

OW-257 Compliance E008 01/22/2025 Barium, total 0.0917 mg/L 

OW-257 Compliance E008 01/22/2025 Beryllium, total 0.0002 U mg/L 

OW-257 Compliance E008 01/22/2025 Boron, total 0.559 mg/L 

OW-257 Compliance E008 01/22/2025 Cadmium, total 0.0002 U mg/L 

OW-257 Compliance E008 01/22/2025 Calcium, total 114 mg/L 

OW-257 Compliance E008 01/22/2025 Chloride, total 6.78 mg/L 

OW-257 Compliance E008 01/22/2025 Chromium, total 0.00160 mg/L 

OW-257 Compliance E008 01/22/2025 Cobalt, total 0.0001 U mg/L 



 

 8 of 9  

TABLE 1. 

FIELD PARAMETERS AND ANALYTICAL RESULTS - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID Well Type Event Date Parameter Result Unit 

OW-257 Compliance E008 01/22/2025 Dissolved Oxygen 5.54 mg/L 

OW-257 Compliance E008 01/22/2025 Fluoride, total 0.37 J mg/L 

OW-257 Compliance E008 01/22/2025 Lead, total 0.0006 U mg/L 

OW-257 Compliance E008 01/22/2025 Lithium, total 0.0348 mg/L 

OW-257 Compliance E008 01/22/2025 Mercury, total 0.00006 U mg/L 

OW-257 Compliance E008 01/22/2025 Molybdenum, total 0.00250 mg/L 

OW-257 Compliance E008 01/22/2025 Oxidation Reduction Potential -98.0 mV 

OW-257 Compliance E008 01/22/2025 pH (field) 7.2 SU 

OW-257 Compliance E008 01/22/2025 Radium 226 + Radium 228, total 0.944 pCi/L 

OW-257 Compliance E008 01/22/2025 Selenium, total 0.0006 U mg/L 

OW-257 Compliance E008 01/22/2025 Specific Conductance @ 25C (field) 1,700 micromhos/cm 

OW-257 Compliance E008 01/22/2025 Sulfate, total 93.5 mg/L 

OW-257 Compliance E008 01/22/2025 Temperature 9.80 degrees C 

OW-257 Compliance E008 01/22/2025 Thallium, total 0.001 U mg/L 

OW-257 Compliance E008 01/22/2025 Total Dissolved Solids 678 mg/L 

OW-257 Compliance E008 01/22/2025 Turbidity, field 2.40 NTU 

PZ-170 Compliance E008 01/22/2025 Antimony, total 0.0008 J mg/L 

PZ-170 Compliance E008 01/22/2025 Arsenic, total 0.00130 mg/L 

PZ-170 Compliance E008 01/22/2025 Barium, total 0.136 mg/L 

PZ-170 Compliance E008 01/22/2025 Beryllium, total 0.0002 U mg/L 

PZ-170 Compliance E008 01/22/2025 Boron, total 0.434 mg/L 

PZ-170 Compliance E008 01/22/2025 Cadmium, total 0.0002 U mg/L 

PZ-170 Compliance E008 01/22/2025 Calcium, total 190 mg/L 

PZ-170 Compliance E008 01/22/2025 Chloride, total 78.9 mg/L 

PZ-170 Compliance E008 01/22/2025 Chromium, total 0.00490 mg/L 

PZ-170 Compliance E008 01/22/2025 Cobalt, total 0.0009 J mg/L 

PZ-170 Compliance E008 01/22/2025 Dissolved Oxygen 0.680 mg/L 

PZ-170 Compliance E008 01/22/2025 Fluoride, total 0.2 U mg/L 

PZ-170 Compliance E008 01/22/2025 Lead, total 0.0006 U mg/L 

PZ-170 Compliance E008 01/22/2025 Lithium, total 0.0340 mg/L 

PZ-170 Compliance E008 01/22/2025 Mercury, total 0.00006 U mg/L 

PZ-170 Compliance E008 01/22/2025 Molybdenum, total 0.0007 J mg/L 

PZ-170 Compliance E008 01/22/2025 Oxidation Reduction Potential -248 mV 

PZ-170 Compliance E008 01/22/2025 pH (field) 6.6 SU 

PZ-170 Compliance E008 01/22/2025 Radium 226 + Radium 228, total 0.111 pCi/L 

PZ-170 Compliance E008 01/22/2025 Selenium, total 0.0006 U mg/L 

PZ-170 Compliance E008 01/22/2025 Specific Conductance @ 25C (field) 2,400 micromhos/cm 

PZ-170 Compliance E008 01/22/2025 Sulfate, total 114 mg/L 

PZ-170 Compliance E008 01/22/2025 Temperature 11.4 degrees C 

PZ-170 Compliance E008 01/22/2025 Thallium, total 0.001 U mg/L 

PZ-170 Compliance E008 01/22/2025 Total Dissolved Solids 1,040 mg/L 

PZ-170 Compliance E008 01/22/2025 Turbidity, field 2.50 NTU 

PZ-182 Compliance E008 01/27/2025 Antimony, total 0.0004 U mg/L 

PZ-182 Compliance E008 01/27/2025 Arsenic, total 0.0009 J mg/L 

PZ-182 Compliance E008 01/27/2025 Barium, total 0.0675 mg/L 

PZ-182 Compliance E008 01/27/2025 Beryllium, total 0.0002 U mg/L 



 

 9 of 9  

TABLE 1. 

FIELD PARAMETERS AND ANALYTICAL RESULTS - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID Well Type Event Date Parameter Result Unit 

PZ-182 Compliance E008 01/27/2025 Boron, total 0.551 mg/L 

PZ-182 Compliance E008 01/27/2025 Cadmium, total 0.0002 U mg/L 

PZ-182 Compliance E008 01/27/2025 Calcium, total 162 mg/L 

PZ-182 Compliance E008 01/27/2025 Chloride, total 21.2 mg/L 

PZ-182 Compliance E008 01/27/2025 Chromium, total 0.0007 U mg/L 

PZ-182 Compliance E008 01/27/2025 Cobalt, total 0.0002 J mg/L 

PZ-182 Compliance E008 01/27/2025 Dissolved Oxygen 0.810 mg/L 

PZ-182 Compliance E008 01/27/2025 Fluoride, total 0.2 U mg/L 

PZ-182 Compliance E008 01/27/2025 Lead, total 0.0006 U mg/L 

PZ-182 Compliance E008 01/27/2025 Lithium, total 0.0145 mg/L 

PZ-182 Compliance E008 01/27/2025 Mercury, total 0.00006 U mg/L 

PZ-182 Compliance E008 01/27/2025 Molybdenum, total 0.0006 U mg/L 

PZ-182 Compliance E008 01/27/2025 Oxidation Reduction Potential -68.0 mV 

PZ-182 Compliance E008 01/27/2025 pH (field) 6.6 SU 

PZ-182 Compliance E008 01/27/2025 Radium 226 + Radium 228, total 0.125 pCi/L 

PZ-182 Compliance E008 01/27/2025 Selenium, total 0.0006 U mg/L 

PZ-182 Compliance E008 01/27/2025 Specific Conductance @ 25C (field) 340 micromhos/cm 

PZ-182 Compliance E008 01/27/2025 Sulfate, total 141 mg/L 

PZ-182 Compliance E008 01/27/2025 Temperature 14.7 degrees C 

PZ-182 Compliance E008 01/27/2025 Thallium, total 0.001 U mg/L 

PZ-182 Compliance E008 01/27/2025 Total Dissolved Solids 746 mg/L 

PZ-182 Compliance E008 01/27/2025 Turbidity, field 6.50 NTU 

Notes: 
C = Celsius 

cm = centimeter 

Events: 

E008 = Quarter 1, 2025 sampling event 

mg/L = milligrams per liter 

mV = millivolts 

NTU = Nephelometric Turbidity Units 

pCi/L = picocuries per liter 
Result Code (if applicable): 

NR¹ = Parameter not analyzed. 

NS¹ = Well has been, or will be, abandoned; therefore, a sample was not collected. 

NS² = Well either needs or was undergoing maintenance; therefore, a sample was not collected. 

NS³ = The location was not accessible; therefore, a sample was not collected. 

NS⁴ = The location could not be found; therefore, a sample was not collected. 

NS⁵ = The location was damaged; therefore, a sample was not collected. 

NS⁶ = Sampling pump could not yield a sample. 

NS⁷ = Well was either dry or purged dry and did not recover sufficiently to yield adequate volume for a sample. 

NS⁸ = A sample was not collected. 

PM¹ = Parameter not analyzed as the well purged dry during sample collection and did not sufficiently recover to yield adequate sample 

volume for analysis. 

Result qualifiers as defined in the United States Environmental Protection Agency’s National Functional Guidelines for Inorganic Superfund Methods 

Data Review, EPA 542-R-20-006. November 2020.: 

J = The result is an estimated quantity. The associated numerical value is the approximate concentration of the analyte in the sample. 

U = The analyte was analyzed for, but was not detected above the level of the adjusted detection limit or quantitation limit, as appropriate. 

SU = Standard Units 
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TABLE 2.  

EVALUATION OF COMPLIANCE - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID HSU Event Parameter Units Date Range Sample Count Percent ND Statistical Calculation Statistical Result GWPS GWPS Source Compliance Result 

MW-192 UU E008 Antimony, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.001 0.006 Standard No Exceedance 

MW-192 UU E008 Arsenic, total mg/L 10/27/22 - 01/22/25 15 47 CI around geomean 0.00117 0.010 Standard No Exceedance 

MW-192 UU E008 Barium, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 0.0885 2.0 Standard No Exceedance 

MW-192 UU E008 Beryllium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.004 Standard No Exceedance 

MW-192 UU E008 Boron, total mg/L 10/27/22 - 01/22/25 15 13 CI around mean 0.0277 2.23 Background No Exceedance 

MW-192 UU E008 Cadmium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.005 Standard No Exceedance 

MW-192 UU E008 Chloride, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 10.3 1,370 Background No Exceedance 

MW-192 UU E008 Chromium, total mg/L 10/27/22 - 01/22/25 15 87 CI around median 0.0015 0.1 Standard No Exceedance 

MW-192 UU E008 Cobalt, total mg/L 10/27/22 - 01/22/25 15 53 CI around median 0.001 0.006 Standard No Exceedance 

MW-192 UU E008 Fluoride, total mg/L 10/27/22 - 01/22/25 15 13 CI around median 0.4 4.0 Standard No Exceedance 

MW-192 UU E008 Lead, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.001 0.0075 Standard No Exceedance 

MW-192 UU E008 Lithium, total mg/L 10/27/22 - 01/22/25 15 7 CB around linear reg -0.023 0.123 Background No Exceedance 

MW-192 UU E008 Mercury, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.0002 0.002 Standard No Exceedance 

MW-192 UU E008 Molybdenum, total mg/L 10/27/22 - 01/22/25 15 20 CI around geomean 0.00179 0.1 Standard No Exceedance 

MW-192 UU E008 pH (field) SU 10/27/22 - 01/22/25 15 0 CI around mean 6.7/6.9 6.5/9.0 Standard/Standard No Exceedance 

MW-192 UU E008 Radium 226 + Radium 228, total pCi/L 10/27/22 - 01/22/25 15 0 CI around mean 0.322 5 Standard No Exceedance 

MW-192 UU E008 Selenium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.05 Standard No Exceedance 

MW-192 UU E008 Sulfate, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg -8.43 400 Standard No Exceedance 

MW-192 UU E008 Thallium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.002 0.002 Standard No Exceedance 

MW-192 UU E008 Total Dissolved Solids mg/L 10/27/22 - 01/22/25 15 0 CB around T-S line 54 3,260 Background No Exceedance 

MW-193 UU E008 Antimony, total mg/L 10/27/22 - 01/22/25 15 93 Most recent sample 0.001 0.006 Standard No Exceedance 

MW-193 UU E008 Arsenic, total mg/L 10/27/22 - 01/22/25 15 33 CB around T-S line -0.00198 0.010 Standard No Exceedance 

MW-193 UU E008 Barium, total mg/L 10/27/22 - 01/22/25 15 0 CI around geomean 0.071 2.0 Standard No Exceedance 

MW-193 UU E008 Beryllium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.004 Standard No Exceedance 

MW-193 UU E008 Boron, total mg/L 10/27/22 - 01/22/25 15 7 CI around mean 0.0399 2.23 Background No Exceedance 

MW-193 UU E008 Cadmium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.005 Standard No Exceedance 

MW-193 UU E008 Chloride, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 28.4 1,370 Background No Exceedance 
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TABLE 2.  

EVALUATION OF COMPLIANCE - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID HSU Event Parameter Units Date Range Sample Count Percent ND Statistical Calculation Statistical Result GWPS GWPS Source Compliance Result 

MW-193 UU E008 Chromium, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.0015 0.1 Standard No Exceedance 

MW-193 UU E008 Cobalt, total mg/L 10/27/22 - 01/22/25 15 93 Most recent sample 0.001 0.006 Standard No Exceedance 

MW-193 UU E008 Fluoride, total mg/L 10/27/22 - 01/22/25 15 13 CI around median 0.24 4.0 Standard No Exceedance 

MW-193 UU E008 Lead, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.0075 Standard No Exceedance 

MW-193 UU E008 Lithium, total mg/L 10/27/22 - 01/22/25 15 13 CI around mean 0.00408 0.123 Background No Exceedance 

MW-193 UU E008 Mercury, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.0002 0.002 Standard No Exceedance 

MW-193 UU E008 Molybdenum, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.0015 0.1 Standard No Exceedance 

MW-193 UU E008 pH (field) SU 10/27/22 - 01/22/25 15 0 CI around mean 6.7/7.0 6.5/9.0 Standard/Standard No Exceedance 

MW-193 UU E008 Radium 226 + Radium 228, total pCi/L 10/27/22 - 01/22/25 15 0 CI around mean 0.478 5 Standard No Exceedance 

MW-193 UU E008 Selenium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.05 Standard No Exceedance 

MW-193 UU E008 Sulfate, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 152 400 Standard No Exceedance 

MW-193 UU E008 Thallium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.002 0.002 Standard No Exceedance 

MW-193 UU E008 Total Dissolved Solids mg/L 10/27/22 - 01/22/25 15 0 CI around mean 551 3,260 Background No Exceedance 

MW-356 UA E008 Antimony, total mg/L 12/29/15 - 01/23/25 30 87 CI around median 0.001 0.006 Standard No Exceedance 

MW-356 UA E008 Arsenic, total mg/L 12/29/15 - 01/23/25 33 85 CI around median 0.001 0.010 Standard No Exceedance 

MW-356 UA E008 Barium, total mg/L 12/29/15 - 01/23/25 33 0 CI around median 0.0299 2.0 Standard No Exceedance 

MW-356 UA E008 Beryllium, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.001 0.004 Standard No Exceedance 

MW-356 UA E008 Boron, total mg/L 12/29/15 - 01/23/25 34 0 CI around median 1.94 2.23 Background No Exceedance 

MW-356 UA E008 Cadmium, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.001 0.005 Standard No Exceedance 

MW-356 UA E008 Chloride, total mg/L 12/29/15 - 01/23/25 34 0 CB around linear reg 27 1,370 Background No Exceedance 

MW-356 UA E008 Chromium, total mg/L 12/29/15 - 01/23/25 32 100 All ND - Last 0.0015 0.1 Standard No Exceedance 

MW-356 UA E008 Cobalt, total mg/L 12/29/15 - 01/23/25 31 100 All ND - Last 0.001 0.006 Standard No Exceedance 

MW-356 UA E008 Fluoride, total mg/L 12/29/15 - 01/23/25 34 0 CB around linear reg 1.98 4.0 Standard No Exceedance 

MW-356 UA E008 Lead, total mg/L 12/29/15 - 01/23/25 31 97 CI around median 0.001 0.0075 Standard No Exceedance 

MW-356 UA E008 Lithium, total mg/L 12/29/15 - 01/23/25 33 0 CI around median 0.0523 0.123 Background No Exceedance 

MW-356 UA E008 Mercury, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.0002 0.002 Standard No Exceedance 

MW-356 UA E008 Molybdenum, total mg/L 12/29/15 - 01/23/25 33 61 CI around median 0.0015 0.1 Standard No Exceedance 
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TABLE 2.  

EVALUATION OF COMPLIANCE - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID HSU Event Parameter Units Date Range Sample Count Percent ND Statistical Calculation Statistical Result GWPS GWPS Source Compliance Result 

MW-356 UA E008 pH (field) SU 12/29/15 - 01/23/25 34 0 CI around median 7.7/7.8 6.5/9.0 Standard/Standard No Exceedance 

MW-356 UA E008 Radium 226 + Radium 228, total pCi/L 12/29/15 - 01/23/25 33 0 CI around median 0.146 5 Standard No Exceedance 

MW-356 UA E008 Selenium, total mg/L 12/29/15 - 01/23/25 30 100 All ND - Last 0.001 0.05 Standard No Exceedance 

MW-356 UA E008 Sulfate, total mg/L 12/29/15 - 01/23/25 34 0 CB around linear reg 41.1 400 Standard No Exceedance 

MW-356 UA E008 Thallium, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.002 0.002 Standard No Exceedance 

MW-356 UA E008 Total Dissolved Solids mg/L 12/29/15 - 01/23/25 33 0 CI around mean 660 3,260 Background No Exceedance 

MW-369 UA E008 Antimony, total mg/L 12/29/15 - 01/23/25 24 79 CI around median 0.001 0.006 Standard No Exceedance 

MW-369 UA E008 Arsenic, total mg/L 12/29/15 - 01/23/25 27 11 CI around geomean 0.0015 0.010 Standard No Exceedance 

MW-369 UA E008 Barium, total mg/L 12/29/15 - 01/23/25 27 0 CB around T-S line 0.0774 2.0 Standard No Exceedance 

MW-369 UA E008 Beryllium, total mg/L 12/29/15 - 01/23/25 22 100 All ND - Last 0.001 0.004 Standard No Exceedance 

MW-369 UA E008 Boron, total mg/L 12/29/15 - 01/23/25 28 0 CB around linear reg -0.228 2.23 Background No Exceedance 

MW-369 UA E008 Cadmium, total mg/L 12/29/15 - 01/23/25 22 100 All ND - Last 0.001 0.005 Standard No Exceedance 

MW-369 UA E008 Chloride, total mg/L 12/29/15 - 01/23/25 28 0 CI around geomean 83.3 1,370 Background No Exceedance 

MW-369 UA E008 Chromium, total mg/L 12/29/15 - 01/23/25 26 88 CB around T-S line 0.0015 0.1 Standard No Exceedance 

MW-369 UA E008 Cobalt, total mg/L 12/29/15 - 01/23/25 25 72 CI around median 0.001 0.006 Standard No Exceedance 

MW-369 UA E008 Fluoride, total mg/L 12/29/15 - 01/23/25 28 0 CB around T-S line -0.0803 4.0 Standard No Exceedance 

MW-369 UA E008 Lead, total mg/L 12/29/15 - 01/23/25 25 96 CI around median 0.001 0.0075 Standard No Exceedance 

MW-369 UA E008 Lithium, total mg/L 12/29/15 - 01/23/25 27 4 CB around T-S line 0.0096 0.123 Background No Exceedance 

MW-369 UA E008 Mercury, total mg/L 12/29/15 - 01/23/25 22 100 All ND - Last 0.0002 0.002 Standard No Exceedance 

MW-369 UA E008 Molybdenum, total mg/L 12/29/15 - 01/23/25 27 4 CB around T-S line -0.00688 0.1 Standard No Exceedance 

MW-369 UA E008 pH (field) SU 12/29/15 - 01/23/25 28 0 CI around median 7.1/8.4 6.5/9.0 Standard/Standard No Exceedance 

MW-369 UA E008 Radium 226 + Radium 228, total pCi/L 12/29/15 - 01/23/25 27 0 CI around mean 0.471 5 Standard No Exceedance 

MW-369 UA E008 Selenium, total mg/L 12/29/15 - 01/23/25 24 71 CB around T-S line -0.0054 0.05 Standard No Exceedance 

MW-369 UA E008 Sulfate, total mg/L 12/29/15 - 01/23/25 28 0 CB around T-S line -12.3 400 Standard No Exceedance 

MW-369 UA E008 Thallium, total mg/L 12/29/15 - 01/23/25 22 100 All ND - Last 0.002 0.002 Standard No Exceedance 

MW-369 UA E008 Total Dissolved Solids mg/L 12/29/15 - 01/23/25 28 0 CI around median 732 3,260 Background No Exceedance 

MW-370 UA E008 Antimony, total mg/L 12/29/15 - 01/23/25 30 77 CB around T-S line 0.000294 0.006 Standard No Exceedance 
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MW-370 UA E008 Arsenic, total mg/L 12/29/15 - 01/23/25 33 64 CB around T-S line 0.000157 0.010 Standard No Exceedance 

MW-370 UA E008 Barium, total mg/L 12/29/15 - 01/23/25 33 0 CB around T-S line 0.0276 2.0 Standard No Exceedance 

MW-370 UA E008 Beryllium, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.001 0.004 Standard No Exceedance 

MW-370 UA E008 Boron, total mg/L 12/29/15 - 01/23/25 34 0 CI around median 1.79 2.23 Background No Exceedance 

MW-370 UA E008 Cadmium, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.001 0.005 Standard No Exceedance 

MW-370 UA E008 Chloride, total mg/L 12/29/15 - 01/23/25 34 0 CB around linear reg 1,410 1,370 Background Exceedance 

MW-370 UA E008 Chromium, total mg/L 12/29/15 - 01/23/25 32 97 CB around T-S line 0.0015 0.1 Standard No Exceedance 

MW-370 UA E008 Cobalt, total mg/L 12/29/15 - 01/23/25 31 97 CI around median 0.001 0.006 Standard No Exceedance 

MW-370 UA E008 Fluoride, total mg/L 12/29/15 - 01/23/25 34 0 CB around linear reg 3.04 4.0 Standard No Exceedance 

MW-370 UA E008 Lead, total mg/L 12/29/15 - 01/23/25 31 100 All ND - Last 0.001 0.0075 Standard No Exceedance 

MW-370 UA E008 Lithium, total mg/L 12/29/15 - 01/23/25 33 0 CI around geomean 0.132 0.123 Background Exceedance 

MW-370 UA E008 Mercury, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.0002 0.002 Standard No Exceedance 

MW-370 UA E008 Molybdenum, total mg/L 12/29/15 - 01/23/25 33 3 CB around T-S line 0.00113 0.1 Standard No Exceedance 

MW-370 UA E008 pH (field) SU 12/29/15 - 01/23/25 34 0 CB around T-S line 7.3/7.5 6.5/9.0 Standard/Standard No Exceedance 

MW-370 UA E008 Radium 226 + Radium 228, total pCi/L 12/29/15 - 01/23/25 33 0 CI around geomean 0.586 5 Standard No Exceedance 

MW-370 UA E008 Selenium, total mg/L 12/29/15 - 01/23/25 30 97 Most recent sample 0.001 0.05 Standard No Exceedance 

MW-370 UA E008 Sulfate, total mg/L 12/29/15 - 01/23/25 34 0 CI around mean 249 400 Standard No Exceedance 

MW-370 UA E008 Thallium, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.002 0.002 Standard No Exceedance 

MW-370 UA E008 Total Dissolved Solids mg/L 12/29/15 - 01/23/25 34 0 CB around linear reg 3,000 3,260 Background No Exceedance 

MW-382 UA E008 Antimony, total mg/L 12/29/15 - 01/23/25 24 96 Most recent sample 0.001 0.006 Standard No Exceedance 

MW-382 UA E008 Arsenic, total mg/L 12/29/15 - 01/23/25 27 18 CI around median 0.0012 0.010 Standard No Exceedance 

MW-382 UA E008 Barium, total mg/L 12/29/15 - 01/23/25 27 0 CI around mean 0.0186 2.0 Standard No Exceedance 

MW-382 UA E008 Beryllium, total mg/L 12/29/15 - 01/23/25 22 96 CI around median 0.001 0.004 Standard No Exceedance 

MW-382 UA E008 Boron, total mg/L 12/29/15 - 01/23/25 28 0 CI around median 1.71 2.23 Background No Exceedance 

MW-382 UA E008 Cadmium, total mg/L 12/29/15 - 01/23/25 22 100 All ND - Last 0.001 0.005 Standard No Exceedance 

MW-382 UA E008 Chloride, total mg/L 12/29/15 - 01/23/25 28 0 CI around mean 33.8 1,370 Background No Exceedance 

MW-382 UA E008 Chromium, total mg/L 12/29/15 - 01/23/25 26 8 CB around linear reg 0.00865 0.1 Standard No Exceedance 
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MW-382 UA E008 Cobalt, total mg/L 12/29/15 - 01/23/25 25 56 CB around T-S line 0.001 0.006 Standard No Exceedance 

MW-382 UA E008 Fluoride, total mg/L 12/29/15 - 01/23/25 28 0 CI around mean 2.81 4.0 Standard No Exceedance 

MW-382 UA E008 Lead, total mg/L 12/29/15 - 01/23/25 25 48 CB around linear reg 0.0024 0.0075 Standard No Exceedance 

MW-382 UA E008 Lithium, total mg/L 12/29/15 - 01/23/25 27 0 CI around median 0.0575 0.123 Background No Exceedance 

MW-382 UA E008 Mercury, total mg/L 12/29/15 - 01/23/25 22 100 All ND - Last 0.0002 0.002 Standard No Exceedance 

MW-382 UA E008 Molybdenum, total mg/L 12/29/15 - 01/23/25 27 22 CI around geomean 0.00133 0.1 Standard No Exceedance 

MW-382 UA E008 pH (field) SU 12/29/15 - 01/23/25 28 0 CI around mean 7.7/7.8 6.5/9.0 Standard/Standard No Exceedance 

MW-382 UA E008 Radium 226 + Radium 228, total pCi/L 12/29/15 - 01/23/25 27 0 CB around T-S line 0.482 5 Standard No Exceedance 

MW-382 UA E008 Selenium, total mg/L 12/29/15 - 01/23/25 24 100 All ND - Last 0.001 0.05 Standard No Exceedance 

MW-382 UA E008 Sulfate, total mg/L 12/29/15 - 01/23/25 28 0 CB around linear reg 352 400 Standard No Exceedance 

MW-382 UA E008 Thallium, total mg/L 12/29/15 - 01/23/25 22 100 All ND - Last 0.002 0.002 Standard No Exceedance 

MW-382 UA E008 Total Dissolved Solids mg/L 12/29/15 - 01/23/25 28 0 CI around median 1,120 3,260 Background No Exceedance 

MW-392 UA E008 Antimony, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.001 0.006 Standard No Exceedance 

MW-392 UA E008 Arsenic, total mg/L 10/27/22 - 01/22/25 15 73 CI around median 0.001 0.010 Standard No Exceedance 

MW-392 UA E008 Barium, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 0.038 2.0 Standard No Exceedance 

MW-392 UA E008 Beryllium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.004 Standard No Exceedance 

MW-392 UA E008 Boron, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 1.74 2.23 Background No Exceedance 

MW-392 UA E008 Cadmium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.005 Standard No Exceedance 

MW-392 UA E008 Chloride, total mg/L 10/27/22 - 01/22/25 15 0 CI around median 827 1,370 Background No Exceedance 

MW-392 UA E008 Chromium, total mg/L 10/27/22 - 01/22/25 15 60 CI around median 0.0015 0.1 Standard No Exceedance 

MW-392 UA E008 Cobalt, total mg/L 10/27/22 - 01/22/25 15 93 CI around median 0.001 0.006 Standard No Exceedance 

MW-392 UA E008 Fluoride, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 3.77 4.0 Standard No Exceedance 

MW-392 UA E008 Lead, total mg/L 10/27/22 - 01/22/25 15 93 CI around median 0.001 0.0075 Standard No Exceedance 

MW-392 UA E008 Lithium, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 0.0588 0.123 Background No Exceedance 

MW-392 UA E008 Mercury, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.0002 0.002 Standard No Exceedance 

MW-392 UA E008 Molybdenum, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.0015 0.1 Standard No Exceedance 

MW-392 UA E008 pH (field) SU 10/27/22 - 01/22/25 16 0 CI around median 7.6/7.7 6.5/9.0 Standard/Standard No Exceedance 
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MW-392 UA E008 Radium 226 + Radium 228, total pCi/L 10/27/22 - 01/22/25 15 0 CI around mean 0.4 5 Standard No Exceedance 

MW-392 UA E008 Selenium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.05 Standard No Exceedance 

MW-392 UA E008 Sulfate, total mg/L 10/27/22 - 01/22/25 15 0 CI around median 48.9 400 Standard No Exceedance 

MW-392 UA E008 Thallium, total mg/L 10/27/22 - 01/22/25 16 100 All ND - Last 0.002 0.002 Standard No Exceedance 

MW-392 UA E008 Total Dissolved Solids mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 1,730 3,260 Background No Exceedance 

MW-393 UA E008 Antimony, total mg/L 10/27/22 - 01/22/25 15 87 CI around median 0.001 0.006 Standard No Exceedance 

MW-393 UA E008 Arsenic, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.001 0.010 Standard No Exceedance 

MW-393 UA E008 Barium, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 0.0275 2.0 Standard No Exceedance 

MW-393 UA E008 Beryllium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.004 Standard No Exceedance 

MW-393 UA E008 Boron, total mg/L 10/27/22 - 01/22/25 15 0 CI around median 1.61 2.23 Background No Exceedance 

MW-393 UA E008 Cadmium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.005 Standard No Exceedance 

MW-393 UA E008 Chloride, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 782 1,370 Background No Exceedance 

MW-393 UA E008 Chromium, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.0015 0.1 Standard No Exceedance 

MW-393 UA E008 Cobalt, total mg/L 10/27/22 - 01/22/25 15 93 CI around median 0.001 0.006 Standard No Exceedance 

MW-393 UA E008 Fluoride, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 8.71 4.0 Standard Exceedance 

MW-393 UA E008 Lead, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.0075 Standard No Exceedance 

MW-393 UA E008 Lithium, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 0.0626 0.123 Background No Exceedance 

MW-393 UA E008 Mercury, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.0002 0.002 Standard No Exceedance 

MW-393 UA E008 Molybdenum, total mg/L 10/27/22 - 01/22/25 15 67 CB around T-S line -0.00993 0.1 Standard No Exceedance 

MW-393 UA E008 pH (field) SU 10/27/22 - 01/22/25 16 0 CI around mean 8.0/8.3 6.5/9.0 Standard/Standard No Exceedance 

MW-393 UA E008 Radium 226 + Radium 228, total pCi/L 10/27/22 - 01/22/25 15 0 CI around mean 0.212 5 Standard No Exceedance 

MW-393 UA E008 Selenium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.05 Standard No Exceedance 

MW-393 UA E008 Sulfate, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 83.2 400 Standard No Exceedance 

MW-393 UA E008 Thallium, total mg/L 10/27/22 - 01/22/25 16 100 All ND - Last 0.002 0.002 Standard No Exceedance 

MW-393 UA E008 Total Dissolved Solids mg/L 10/27/22 - 01/22/25 15 0 CB around T-S line 2,520 3,260 Background No Exceedance 

MW-394 UA E008 Antimony, total mg/L 10/27/22 - 01/22/25 15 73 CB around T-S line -0.00182 0.006 Standard No Exceedance 

MW-394 UA E008 Arsenic, total mg/L 10/27/22 - 01/22/25 15 60 CI around median 0.001 0.010 Standard No Exceedance 
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MW-394 UA E008 Barium, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 0.0249 2.0 Standard No Exceedance 

MW-394 UA E008 Beryllium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.004 Standard No Exceedance 

MW-394 UA E008 Boron, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 1.65 2.23 Background No Exceedance 

MW-394 UA E008 Cadmium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.005 Standard No Exceedance 

MW-394 UA E008 Chloride, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 544 1,370 Background No Exceedance 

MW-394 UA E008 Chromium, total mg/L 10/27/22 - 01/22/25 15 73 CI around median 0.0015 0.1 Standard No Exceedance 

MW-394 UA E008 Cobalt, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.001 0.006 Standard No Exceedance 

MW-394 UA E008 Fluoride, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 3.62 4.0 Standard No Exceedance 

MW-394 UA E008 Lead, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.001 0.0075 Standard No Exceedance 

MW-394 UA E008 Lithium, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 0.056 0.123 Background No Exceedance 

MW-394 UA E008 Mercury, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.0002 0.002 Standard No Exceedance 

MW-394 UA E008 Molybdenum, total mg/L 10/27/22 - 01/22/25 15 47 CB around linear reg -0.00564 0.1 Standard No Exceedance 

MW-394 UA E008 pH (field) SU 10/27/22 - 01/22/25 15 0 CI around mean 7.8/8.0 6.5/9.0 Standard/Standard No Exceedance 

MW-394 UA E008 Radium 226 + Radium 228, total pCi/L 10/27/22 - 01/22/25 15 0 CI around mean 0.411 5 Standard No Exceedance 

MW-394 UA E008 Selenium, total mg/L 10/27/22 - 01/22/25 15 93 Most recent sample 0.001 0.05 Standard No Exceedance 

MW-394 UA E008 Sulfate, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 12.2 400 Standard No Exceedance 

MW-394 UA E008 Thallium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.002 0.002 Standard No Exceedance 

MW-394 UA E008 Total Dissolved Solids mg/L 10/27/22 - 01/22/25 15 0 CI around mean 1,890 3,260 Background No Exceedance 

OW-256 PMP E008 Antimony, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.006 Standard No Exceedance 

OW-256 PMP E008 Arsenic, total mg/L 03/14/23 - 01/27/25 9 33 CI around median 0.001 0.010 Standard No Exceedance 

OW-256 PMP E008 Barium, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 0.0792 2.0 Standard No Exceedance 

OW-256 PMP E008 Beryllium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.004 Standard No Exceedance 

OW-256 PMP E008 Boron, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 0.175 2.23 Background No Exceedance 

OW-256 PMP E008 Cadmium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.005 Standard No Exceedance 

OW-256 PMP E008 Chloride, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 51.5 1,370 Background No Exceedance 

OW-256 PMP E008 Chromium, total mg/L 03/14/23 - 01/27/25 9 78 CI around median 0.0015 0.1 Standard No Exceedance 

OW-256 PMP E008 Cobalt, total mg/L 03/14/23 - 01/27/25 9 67 CI around median 0.001 0.006 Standard No Exceedance 
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OW-256 PMP E008 Fluoride, total mg/L 03/14/23 - 01/27/25 9 22 CB around linear reg 0.296 4.0 Standard No Exceedance 

OW-256 PMP E008 Lead, total mg/L 03/14/23 - 01/27/25 9 89 CI around median 0.001 0.0075 Standard No Exceedance 

OW-256 PMP E008 Lithium, total mg/L 03/14/23 - 01/27/25 9 11 CI around mean 0.00515 0.123 Background No Exceedance 

OW-256 PMP E008 Mercury, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.0002 0.002 Standard No Exceedance 

OW-256 PMP E008 Molybdenum, total mg/L 03/14/23 - 01/27/25 9 89 CI around median 0.0015 0.1 Standard No Exceedance 

OW-256 PMP E008 pH (field) SU 03/14/23 - 01/27/25 9 0 CI around mean 6.7/6.9 6.5/9.0 Standard/Standard No Exceedance 

OW-256 PMP E008 Radium 226 + Radium 228, total pCi/L 03/14/23 - 01/27/25 9 0 CB around linear reg -0.0972 5 Standard No Exceedance 

OW-256 PMP E008 Selenium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.05 Standard No Exceedance 

OW-256 PMP E008 Sulfate, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 64.3 400 Standard No Exceedance 

OW-256 PMP E008 Thallium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.002 0.002 Standard No Exceedance 

OW-256 PMP E008 Total Dissolved Solids mg/L 03/14/23 - 01/27/25 9 0 CI around mean 487 3,260 Background No Exceedance 

OW-257 PMP E008 Antimony, total mg/L 03/14/23 - 01/22/25 9 56 CI around median 0.001 0.006 Standard No Exceedance 

OW-257 PMP E008 Arsenic, total mg/L 03/14/23 - 01/22/25 9 11 CB around linear reg -0.079 0.010 Standard No Exceedance 

OW-257 PMP E008 Barium, total mg/L 03/14/23 - 01/22/25 9 0 CB around linear reg -0.589 2.0 Standard No Exceedance 

OW-257 PMP E008 Beryllium, total mg/L 03/14/23 - 01/22/25 9 89 CI around median 0.001 0.004 Standard No Exceedance 

OW-257 PMP E008 Boron, total mg/L 03/14/23 - 01/22/25 9 0 CI around mean 0.475 2.23 Background No Exceedance 

OW-257 PMP E008 Cadmium, total mg/L 03/14/23 - 01/22/25 9 89 CI around median 0.001 0.005 Standard No Exceedance 

OW-257 PMP E008 Chloride, total mg/L 03/14/23 - 01/22/25 9 0 CI around mean 6.89 1,370 Background No Exceedance 

OW-257 PMP E008 Chromium, total mg/L 03/14/23 - 01/22/25 9 56 CI around median 0.0015 0.1 Standard No Exceedance 

OW-257 PMP E008 Cobalt, total mg/L 03/14/23 - 01/22/25 9 33 CI around median 0.001 0.006 Standard No Exceedance 

OW-257 PMP E008 Fluoride, total mg/L 03/14/23 - 01/22/25 9 22 CI around mean 0.386 4.0 Standard No Exceedance 

OW-257 PMP E008 Lead, total mg/L 03/14/23 - 01/22/25 9 67 CI around median 0.001 0.0075 Standard No Exceedance 

OW-257 PMP E008 Lithium, total mg/L 03/14/23 - 01/22/25 9 0 CI around median 0.0299 0.123 Background No Exceedance 

OW-257 PMP E008 Mercury, total mg/L 03/14/23 - 01/22/25 9 100 All ND - Last 0.0002 0.002 Standard No Exceedance 

OW-257 PMP E008 Molybdenum, total mg/L 03/14/23 - 01/22/25 9 22 CI around median 0.0026 0.1 Standard No Exceedance 

OW-257 PMP E008 pH (field) SU 03/14/23 - 01/22/25 9 0 CI around mean 6.8/7.2 6.5/9.0 Standard/Standard No Exceedance 

OW-257 PMP E008 Radium 226 + Radium 228, total pCi/L 03/14/23 - 01/22/25 9 0 CI around median 0.797 5 Standard No Exceedance 
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OW-257 PMP E008 Selenium, total mg/L 03/14/23 - 01/22/25 9 100 All ND - Last 0.001 0.05 Standard No Exceedance 

OW-257 PMP E008 Sulfate, total mg/L 03/14/23 - 01/22/25 9 0 CB around linear reg 80.2 400 Standard No Exceedance 

OW-257 PMP E008 Thallium, total mg/L 03/14/23 - 01/22/25 9 100 All ND - Last 0.002 0.002 Standard No Exceedance 

OW-257 PMP E008 Total Dissolved Solids mg/L 03/14/23 - 01/22/25 9 0 CI around median 682 3,260 Background No Exceedance 

PZ-170 PMP E008 Antimony, total mg/L 03/14/23 - 01/22/25 8 75 CI around median 0.001 0.006 Standard No Exceedance 

PZ-170 PMP E008 Arsenic, total mg/L 03/14/23 - 01/22/25 8 38 CI around median 0.001 0.010 Standard No Exceedance 

PZ-170 PMP E008 Barium, total mg/L 03/14/23 - 01/22/25 8 0 CI around mean 0.0716 2.0 Standard No Exceedance 

PZ-170 PMP E008 Beryllium, total mg/L 03/14/23 - 01/22/25 8 100 All ND - Last 0.001 0.004 Standard No Exceedance 

PZ-170 PMP E008 Boron, total mg/L 03/14/23 - 01/22/25 8 0 CI around mean 0.259 2.23 Background No Exceedance 

PZ-170 PMP E008 Cadmium, total mg/L 03/14/23 - 01/22/25 8 100 All ND - Last 0.001 0.005 Standard No Exceedance 

PZ-170 PMP E008 Chloride, total mg/L 03/14/23 - 01/22/25 8 0 CI around median 35 1,370 Background No Exceedance 

PZ-170 PMP E008 Chromium, total mg/L 03/14/23 - 01/22/25 8 62 CI around median 0.0015 0.1 Standard No Exceedance 

PZ-170 PMP E008 Cobalt, total mg/L 03/14/23 - 01/22/25 8 25 CB around linear reg -0.00213 0.006 Standard No Exceedance 

PZ-170 PMP E008 Fluoride, total mg/L 03/14/23 - 01/22/25 8 25 CB around linear reg 0.205 4.0 Standard No Exceedance 

PZ-170 PMP E008 Lead, total mg/L 03/14/23 - 01/22/25 8 88 CI around median 0.001 0.0075 Standard No Exceedance 

PZ-170 PMP E008 Lithium, total mg/L 03/14/23 - 01/22/25 8 0 CI around mean 0.0291 0.123 Background No Exceedance 

PZ-170 PMP E008 Mercury, total mg/L 03/14/23 - 01/22/25 8 100 All ND - Last 0.0002 0.002 Standard No Exceedance 

PZ-170 PMP E008 Molybdenum, total mg/L 03/14/23 - 01/22/25 8 100 All ND - Last 0.0015 0.1 Standard No Exceedance 

PZ-170 PMP E008 pH (field) SU 03/14/23 - 01/22/25 9 0 CI around mean 6.5/6.6 6.5/9.0 Standard/Standard No Exceedance 

PZ-170 PMP E008 Radium 226 + Radium 228, total pCi/L 03/14/23 - 01/22/25 9 0 CI around mean 0.168 5 Standard No Exceedance 

PZ-170 PMP E008 Selenium, total mg/L 03/14/23 - 01/22/25 8 100 All ND - Last 0.001 0.05 Standard No Exceedance 

PZ-170 PMP E008 Sulfate, total mg/L 03/14/23 - 01/22/25 8 0 CI around mean 155 400 Standard No Exceedance 

PZ-170 PMP E008 Thallium, total mg/L 03/14/23 - 01/22/25 8 100 All ND - Last 0.002 0.002 Standard No Exceedance 

PZ-170 PMP E008 Total Dissolved Solids mg/L 03/14/23 - 01/22/25 8 0 CI around mean 915 3,260 Background No Exceedance 

PZ-182 PMP E008 Antimony, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.006 Standard No Exceedance 

PZ-182 PMP E008 Arsenic, total mg/L 03/14/23 - 01/27/25 9 89 CI around median 0.001 0.010 Standard No Exceedance 

PZ-182 PMP E008 Barium, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 0.0575 2.0 Standard No Exceedance 
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TABLE 2.  

EVALUATION OF COMPLIANCE - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID HSU Event Parameter Units Date Range Sample Count Percent ND Statistical Calculation Statistical Result GWPS GWPS Source Compliance Result 

PZ-182 PMP E008 Beryllium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.004 Standard No Exceedance 

PZ-182 PMP E008 Boron, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 0.428 2.23 Background No Exceedance 

PZ-182 PMP E008 Cadmium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.005 Standard No Exceedance 

PZ-182 PMP E008 Chloride, total mg/L 03/14/23 - 01/27/25 9 0 CI around geomean 23 1,370 Background No Exceedance 

PZ-182 PMP E008 Chromium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.0015 0.1 Standard No Exceedance 

PZ-182 PMP E008 Cobalt, total mg/L 03/14/23 - 01/27/25 9 89 Most recent sample 0.001 0.006 Standard No Exceedance 

PZ-182 PMP E008 Fluoride, total mg/L 03/14/23 - 01/27/25 9 22 CI around median 0.16 4.0 Standard No Exceedance 

PZ-182 PMP E008 Lead, total mg/L 03/14/23 - 01/27/25 9 89 CI around median 0.001 0.0075 Standard No Exceedance 

PZ-182 PMP E008 Lithium, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 0.0113 0.123 Background No Exceedance 

PZ-182 PMP E008 Mercury, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.0002 0.002 Standard No Exceedance 

PZ-182 PMP E008 Molybdenum, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.0015 0.1 Standard No Exceedance 

PZ-182 PMP E008 pH (field) SU 03/14/23 - 01/27/25 9 0 CI around mean 6.5/6.7 6.5/9.0 Standard/Standard No Exceedance 

PZ-182 PMP E008 Radium 226 + Radium 228, total pCi/L 03/14/23 - 01/27/25 9 0 CI around mean 0.267 5 Standard No Exceedance 

PZ-182 PMP E008 Selenium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.05 Standard No Exceedance 

PZ-182 PMP E008 Sulfate, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 136 400 Standard No Exceedance 

PZ-182 PMP E008 Thallium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.002 0.002 Standard No Exceedance 

PZ-182 PMP E008 Total Dissolved Solids mg/L 03/14/23 - 01/27/25 9 0 CI around mean 643 3,260 Background No Exceedance 
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TABLE 2.  

EVALUATION OF COMPLIANCE - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

                          

Notes: 
Compliance Result: 

No Exceedance: the statistical result did not exceed the GWPS. 

Throughout this document, “exceedance” or “exceedances” is intended to refer only to potential exceedances of proposed applicable background statistics or Groundwater Protection Standards (GWPSs) as described in the 

proposed groundwater monitoring program which was submitted to the Illinois Environmental Protection Agency (IEPA) on October 25, 2021 as part of Dynegy Midwest Generation, LLC’s (DMG’s) operating permit application for 
the Bottom Ash Pond. The proposed groundwater monitoring program was revised on August 1, 2023. That operating permit application, including the proposed groundwater monitoring program, remains under review by the IEPA 

and, therefore, DMG has not identified any actual exceedances. 

Events: 

E008 = Quarter 1, 2025 sampling event 

HSU = hydrostratigraphic unit: 

PMP = Potential Migration Pathway 

UA = Uppermost Aquifer 

UU = Upper Unit 

mg/L = milligrams per liter 

ND = non-detect 

pCi/L = picocuries per liter 

SU = standard units 
Sample Count = number of samples from Sampled Date Range used to calculate the Statistical Result 

Statistical Calculation = method used to calculate the statistical result: 

All ND - Last = All results were below the reporting limit, and the last determined reporting limit is shown 

CB around T-S line = Confidence band around Thiel-Sen line 

CB around T-S line = Confidence band around Thiel-Sen line 

CB around linear reg = Confidence band around linear regression 

CI around geomean = Confidence interval around the geometric mean 

CI around mean = Confidence interval around the mean 

CI around median = Confidence interval around the median 

Most recent sample = Result for the most recently collected sample used due to insufficient data 

Statistical Result = calculated in accordance with the Statistical Analysis Plan using constituent concentrations observed at each monitoring well during all sampling events within the specified date range 

Statistical Result Code (if applicable): 

NR¹ = Parameter not analyzed. 

NS¹ = Well has been, or will be, abandoned; therefore, a sample was not collected. 

NS² = Well either needs or was undergoing maintenance; therefore, a sample was not collected. 

NS³ = The location was not accessible; therefore, a sample was not collected. 

NS⁴ = The location could not be found; therefore, a sample was not collected. 

NS⁵ = The location was damaged; therefore, a sample was not collected. 

NS⁶ = Sampling pump could not yield a sample. 

NS⁷ = Well was either dry or purged dry and did not recover sufficiently to yield adequate volume for a sample. 

NS⁸ = A sample was not collected. 

PM¹ = Parameter not analyzed as the well purged dry during sample collection and did not sufficiently recover to yield adequate sample volume for analysis. 

For pH, the values presented are the lower / upper limits 

GWPS Source: 

Background = background concentration 

Standard = standard specified in 35 I.A.C. § 845.600(a)(1) 

Exceedance: The statistical result exceeded the GWPS. 
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QUARTER 1, 2025
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ATTACHMENT A. 

GROUNDWATER ELEVATION DATA - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID Well Type Date 

Depth to Groundwater 

(feet BMP) 

Groundwater Elevation 

(feet NAVD88) 

MW-192 Compliance 01/21/2025 8.42 428.64 

MW-193 Compliance 01/21/2025 8.33 429.85 

MW-304 Background 01/21/2025 9.01 446.30 

MW-356 Compliance 01/21/2025 4.47 423.32 

MW-358R Background 01/24/2025 [31.36] [424.76] 

MW-369 Compliance 01/21/2025 10.27 412.43 

MW-370 Compliance 01/21/2025 17.66 403.11 

MW-382 Compliance 01/21/2025 15.28 415.83 

MW-392 Compliance 01/21/2025 8.69 428.40 

MW-393 Compliance 01/21/2025 7.81 430.22 

MW-394 Compliance 01/21/2025 7.61 430.79 

OW-256 Compliance 01/21/2025 4.69 423.44 

OW-257 Compliance 01/21/2025 4.83 426.28 

PZ-170 Compliance 01/22/2025 13.52 407.55 

PZ-182 Compliance 01/21/2025 15.59 415.74 

TPZ-164 Water Level 01/21/2025 3.52 431.53 

XPW01 Water Level 01/21/2025 9.77 428.02 

XPW05 Water Level 01/21/2025 4.33 433.00 

XPW06 Water Level 01/21/2025 1.89 415.84 

Notes: 

BMP = below measuring point 

Bracketing [ ] indicates that the measurement was obtained outside of the 24-hour period from initiation of depth to groundwater measurements. 
Depth to Groundwater/Groundwater Elevation Code (if applicable): 

DM¹ = Depth to water was not measured. 

DM² = Depth to water was not measured because water was above or below the staff gage markings. 

DM³ = Depth to water was not measured because the location was inaccessible. 

DM⁴ = Depth to water was not measured because water level was below the top of the pump. 

DM⁵ = Depth to water was not measured because water level was above the top of casing (artesian well). 

DM⁶ = Depth to water was not measured because of damage to the well. 

DM⁷ = Depth to water was not measured due to required pressure transducer maintenance. 

DM⁸ = Lab provided groundwater elevation data and not depth to water. 

NAVD88 = North American Vertical Datum of 1988 
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LABORATORY REPORTS AND FIELD DATA SHEETS 
QUARTER 1, 2025  











































































































































































































































































































ANALYTICAL REPORT

PREPARED FOR
Attn: Elizabeth A Hurley

TekLab, Inc
5445 Horseshoe Lake Road

Collinsville, Illinois 62234
Generated 2/21/2025 3:47:40 PM

JOB DESCRIPTION
Radium-226 and Radium-228

25010182

JOB NUMBER
160-57034-1

See page two for job notes and contact information.

Earth City MO 63045
13715 Rider Trail North
Eurofins St. Louis
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ATTACHMENT B. 
845 QUARTERLY REPORT - QUARTER 1, 2025 

BALDWIN POWER PLANT, BOTTOM ASH POND 
BAL-845-601

https://eol.et.eurofinsus.com/myEOL/








(160-57034-24), 25010182-025 (160-57034-25), 25010182-027 (160-57034-26), 25010182-028 (160-57034-27), 25010182-029
(160-57034-28), 25010182-030 (160-57034-29), 25010182-031 (160-57034-30), 25010182-032 (160-57034-31), 25010182-033
(160-57034-32), 25010182-034 (160-57034-33), 25010182-035 (160-57034-34), 25010182-036 (160-57034-35), 25010182-037
(160-57034-36) and 25010182-038 (160-57034-37) were analyzed for Radium-226 (GFPC). The samples were prepared on
1/30/2025 and analyzed on 2/21/2025.

Method 904.0 - Radium-228 (GFPC)
Samples 25010182-001 (160-57034-1), 25010182-002 (160-57034-2), 25010182-003 (160-57034-3), 25010182-004
(160-57034-4), 25010182-005 (160-57034-5), 25010182-006 (160-57034-6), 25010182-007 (160-57034-7), 25010182-008
(160-57034-8), 25010182-009 (160-57034-9), 25010182-010 (160-57034-10), 25010182-011 (160-57034-11), 25010182-012
(160-57034-12), 25010182-013 (160-57034-13), 25010182-014 (160-57034-14), 25010182-015 (160-57034-15), 25010182-016
(160-57034-16), 25010182-017 (160-57034-17), 25010182-018 (160-57034-18), 25010182-019 (160-57034-19), 25010182-020
(160-57034-20), 25010182-021 (160-57034-21), 25010182-022 (160-57034-22), 25010182-023 (160-57034-23), 25010182-024
(160-57034-24), 25010182-025 (160-57034-25), 25010182-027 (160-57034-26), 25010182-028 (160-57034-27), 25010182-029
(160-57034-28), 25010182-030 (160-57034-29), 25010182-031 (160-57034-30), 25010182-032 (160-57034-31), 25010182-033
(160-57034-32), 25010182-034 (160-57034-33), 25010182-035 (160-57034-34), 25010182-036 (160-57034-35), 25010182-037
(160-57034-36) and 25010182-038 (160-57034-37) were analyzed for Radium-228 (GFPC). The samples were prepared on
1/30/2025 and analyzed on 2/14/2025 and 2/17/2025.

Batch 160-700524:
The detection goal was not met for the following sample due to a reduced sample volume used in prep attributed to the presence of
matrix interferences. 25010182-002 (160-57034-2), 25010182-004 (160-57034-4), 25010182-007 (160-57034-7) and
25010182-011 (160-57034-11)

Batch 160-700527:
The detection goal was not met for the following sample due to the reduced sample volume performed in prep attributed to the
presence of matrix interferences: 25010182-022 (160-57034-22). Analytical results are reported with the detection limit achieved.

Method Ra226_Ra228 Pos - Combined Radium-226 and Radium-228
Samples 25010182-001 (160-57034-1), 25010182-002 (160-57034-2), 25010182-003 (160-57034-3), 25010182-004
(160-57034-4), 25010182-005 (160-57034-5), 25010182-006 (160-57034-6), 25010182-007 (160-57034-7), 25010182-008
(160-57034-8), 25010182-009 (160-57034-9), 25010182-010 (160-57034-10), 25010182-011 (160-57034-11), 25010182-012
(160-57034-12), 25010182-013 (160-57034-13), 25010182-014 (160-57034-14), 25010182-015 (160-57034-15), 25010182-016
(160-57034-16), 25010182-017 (160-57034-17), 25010182-018 (160-57034-18), 25010182-019 (160-57034-19), 25010182-020
(160-57034-20), 25010182-021 (160-57034-21), 25010182-022 (160-57034-22), 25010182-023 (160-57034-23), 25010182-024
(160-57034-24), 25010182-025 (160-57034-25), 25010182-027 (160-57034-26), 25010182-028 (160-57034-27), 25010182-029
(160-57034-28), 25010182-030 (160-57034-29), 25010182-031 (160-57034-30), 25010182-032 (160-57034-31), 25010182-033
(160-57034-32), 25010182-034 (160-57034-33), 25010182-035 (160-57034-34), 25010182-036 (160-57034-35), 25010182-037
(160-57034-36) and 25010182-038 (160-57034-37) were analyzed for Combined Radium-226 and Radium-228. The samples
were analyzed on 2/21/2025.

Case Narrative
Client: TekLab, Inc Job ID: 160-57034-1
Project: Radium-226 and Radium-228

Eurofins St. Louis

Job ID: 160-57034-1 (Continued) Eurofins St. Louis
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Definitions/Glossary
Job ID: 160-57034-1Client: TekLab, Inc

SDG: 25010182Project/Site: Radium-226 and Radium-228

Qualifiers

Rad
Qualifier Description

G The Sample MDC is greater than the requested RL.

Qualifier

U Result is less than the sample detection limit.

Glossary

These commonly used abbreviations may or may not be present in this report.

☼ Listed under the "D" column to designate that the result is reported on a dry weight basis

Abbreviation

%R Percent Recovery

CFL Contains Free Liquid

CFU Colony Forming Unit

CNF Contains No Free Liquid

DER Duplicate Error Ratio (normalized absolute difference)

Dil Fac Dilution Factor

DL Detection Limit (DoD/DOE)

DL, RA, RE, IN Indicates a Dilution, Re-analysis, Re-extraction, or additional Initial metals/anion analysis of the sample

DLC Decision Level Concentration (Radiochemistry)

EDL Estimated Detection Limit (Dioxin)

LOD Limit of Detection (DoD/DOE)

LOQ Limit of Quantitation (DoD/DOE)

MCL EPA recommended "Maximum Contaminant Level"

MDA Minimum Detectable Activity (Radiochemistry)

MDC Minimum Detectable Concentration (Radiochemistry)

MDL Method Detection Limit

ML Minimum Level (Dioxin)

MPN Most Probable Number

MQL Method Quantitation Limit

NC Not Calculated

ND Not Detected at the reporting limit (or MDL or EDL if shown)

NEG Negative / Absent

POS Positive / Present

PQL Practical Quantitation Limit

PRES Presumptive

QC Quality Control

RER Relative Error Ratio (Radiochemistry)

RL Reporting Limit or Requested Limit (Radiochemistry)

RPD Relative Percent Difference, a measure of the relative difference between two points

TEF Toxicity Equivalent Factor (Dioxin)

TEQ Toxicity Equivalent Quotient (Dioxin)

TNTC Too Numerous To Count

Eurofins St. Louis
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Method Summary
Job ID: 160-57034-1Client: TekLab, Inc

SDG: 25010182Project/Site: Radium-226 and Radium-228

Method Method Description LaboratoryProtocol

EPA903.0 Radium-226 (GFPC) EET SL

EPA904.0 Radium-228 (GFPC) EET SL

TAL-STLRa226_Ra228 

Pos

Combined Radium-226 and Radium-228 EET SL

NonePrecSep_0 Preparation, Precipitate Separation EET SL

NonePrecSep-21 Preparation, Precipitate Separation (21-Day In-Growth) EET SL

Protocol References:

EPA = US Environmental Protection Agency

None = None

TAL-STL = TestAmerica Laboratories, St. Louis, Facility Standard Operating Procedure.

Laboratory References:

EET SL = Eurofins St. Louis, 13715 Rider Trail North, Earth City, MO 63045, TEL (314)298-8566

Eurofins St. Louis
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Client Sample Results
Job ID: 160-57034-1Client: TekLab, Inc

SDG: 25010182Project/Site: Radium-226 and Radium-228

Lab Sample ID: 160-57034-1Client Sample ID: 25010182-001
Matrix: WaterDate Collected: 01/22/25 14:24

Date Received: 01/28/25 10:30

Method: EPA 903.0 - Radium-226 (GFPC)  

Analyte

0.132

(2σ+/-)

0.0899

(2σ+/-)

102/21/25 07:2001/30/25 07:29pCi/L0.1251.00

RL MDC

0.0891

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-226

Ba Carrier 30 - 110

Carrier

01/30/25 07:29 02/21/25 07:20 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

92.6

Method: EPA 904.0 - Radium-228 (GFPC)  

Analyte

0.0941 U

(2σ+/-)

0.381

(2σ+/-)

102/14/25 11:4501/30/25 07:33pCi/L0.6791.00

RL MDC

0.381

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-228

Ba Carrier 30 - 110

Carrier

01/30/25 07:33 02/14/25 11:45 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

92.6

Y Carrier 30 - 110 01/30/25 07:33 02/14/25 11:45 180.7

Method: TAL-STL Ra226_Ra228 Pos - Combined Radium-226 and Radium-228  

Analyte

0.226 U

(2σ+/-)

0.391

(2σ+/-)

102/21/25 15:13pCi/L0.6795.00

RL MDC

0.391

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium 226 and 228

Lab Sample ID: 160-57034-2Client Sample ID: 25010182-002
Matrix: WaterDate Collected: 01/23/25 13:27

Date Received: 01/28/25 10:30

Method: EPA 903.0 - Radium-226 (GFPC)  

Analyte

0.220

(2σ+/-)

0.143

(2σ+/-)

102/21/25 07:2201/30/25 07:29pCi/L0.1941.00

RL MDC

0.141

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-226

Ba Carrier 30 - 110

Carrier

01/30/25 07:29 02/21/25 07:22 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

74.5

Method: EPA 904.0 - Radium-228 (GFPC)  

Analyte

0.688 U G

(2σ+/-)

0.686

(2σ+/-)

102/14/25 11:4501/30/25 07:33pCi/L1.101.00

RL MDC

0.683

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-228

Ba Carrier 30 - 110

Carrier

01/30/25 07:33 02/14/25 11:45 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

74.5

Y Carrier 30 - 110 01/30/25 07:33 02/14/25 11:45 178.1

Method: TAL-STL Ra226_Ra228 Pos - Combined Radium-226 and Radium-228  

Analyte

0.908 U

(2σ+/-)

0.701

(2σ+/-)

102/21/25 15:13pCi/L1.105.00

RL MDC

0.697

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium 226 and 228

Eurofins St. Louis
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Client Sample Results
Job ID: 160-57034-1Client: TekLab, Inc

SDG: 25010182Project/Site: Radium-226 and Radium-228

Lab Sample ID: 160-57034-7Client Sample ID: 25010182-007
Matrix: WaterDate Collected: 01/27/25 10:26

Date Received: 01/28/25 10:30

Method: EPA 903.0 - Radium-226 (GFPC)  

Analyte

0.174 U

(2σ+/-)

0.130

(2σ+/-)

102/21/25 07:2301/30/25 07:29pCi/L0.1861.00

RL MDC

0.129

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-226

Ba Carrier 30 - 110

Carrier

01/30/25 07:29 02/21/25 07:23 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

77.3

Method: EPA 904.0 - Radium-228 (GFPC)  

Analyte

0.179 U G

(2σ+/-)

0.629

(2σ+/-)

102/14/25 11:4501/30/25 07:33pCi/L1.121.00

RL MDC

0.629

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-228

Ba Carrier 30 - 110

Carrier

01/30/25 07:33 02/14/25 11:45 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

77.3

Y Carrier 30 - 110 01/30/25 07:33 02/14/25 11:45 173.6

Method: TAL-STL Ra226_Ra228 Pos - Combined Radium-226 and Radium-228  

Analyte

0.353 U

(2σ+/-)

0.642

(2σ+/-)

102/21/25 15:13pCi/L1.125.00

RL MDC

0.642

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium 226 and 228

Lab Sample ID: 160-57034-8Client Sample ID: 25010182-008
Matrix: WaterDate Collected: 01/27/25 10:54

Date Received: 01/28/25 10:30

Method: EPA 903.0 - Radium-226 (GFPC)  

Analyte

0.145

(2σ+/-)

0.0891

(2σ+/-)

102/21/25 07:3101/30/25 07:29pCi/L0.1131.00

RL MDC

0.0881

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-226

Ba Carrier 30 - 110

Carrier

01/30/25 07:29 02/21/25 07:31 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

87.2

Method: EPA 904.0 - Radium-228 (GFPC)  

Analyte

0.272 U

(2σ+/-)

0.464

(2σ+/-)

102/14/25 11:4401/30/25 07:33pCi/L0.7891.00

RL MDC

0.463

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium-228

Ba Carrier 30 - 110

Carrier

01/30/25 07:33 02/14/25 11:44 1

Dil FacAnalyzedPreparedQualifier Limits%Yield

87.2

Y Carrier 30 - 110 01/30/25 07:33 02/14/25 11:44 177.4

Method: TAL-STL Ra226_Ra228 Pos - Combined Radium-226 and Radium-228  

Analyte

0.418 U

(2σ+/-)

0.472

(2σ+/-)

102/21/25 15:13pCi/L0.7895.00

RL MDC

0.471

Dil FacAnalyzedPreparedUnitResult Qualifier

Count Total

Uncert. Uncert.

Radium 226 and 228

Eurofins St. Louis
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QC Sample Results
Job ID: 160-57034-1Client: TekLab, Inc

SDG: 25010182Project/Site: Radium-226 and Radium-228

Method: 903.0 - Radium-226 (GFPC)

Client Sample ID: Method BlankLab Sample ID: MB 160-700523/1-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 704203 Prep Batch: 700523

Radium-226

Analyte

U 102/21/25 07:2001/30/25 07:29pCi/L0.116

MDC

1.00

RL

0.07060.0704

(2σ+/-) (2σ+/-)

MB

0.05733

MB

Dil FacPrepared AnalyzedUnitResult Qualifier

Uncert.

Count

Uncert.

Total

Carrier

Ba Carrier 30 - 110 01/30/25 07:29 02/21/25 07:20 1

Dil FacPrepared AnalyzedQualifier Limits%Yield

84.4

MB MB

Client Sample ID: Lab Control SampleLab Sample ID: LCS 160-700523/2-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 704203 Prep Batch: 700523

Radium-226

Analyte

125-75989.4309.58 1.02 1.00 0.116

RL MDC(2σ+/-)

LCS LCS

pCi/L

UnitResult Qual %RecAdded

Spike

Limits

%RecUncert.

Total

Ba Carrier

Carrier

30 - 110

LCS

Qualifier Limits%Yield

86.5

LCS

Client Sample ID: 25010182-001Lab Sample ID: 160-57034-1 DU
Matrix: Water Prep Type: Total/NA
Analysis Batch: 704206 Prep Batch: 700523

Radium-226

Analyte

10.29U0.083070.132 0.0826 1.00 0.130

RL MDC(2σ+/-)

DU DU

pCi/L

UnitResult Qual LimitResult

Sample Sample

Qual

Uncert.

Total

RER

RER

Ba Carrier

Carrier

30 - 110

DU

Qualifier Limits%Yield

92.1

DU

Client Sample ID: Method BlankLab Sample ID: MB 160-700526/1-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 704203 Prep Batch: 700526

Radium-226

Analyte

102/21/25 09:2501/30/25 07:40pCi/L0.141

MDC

1.00

RL

0.1090.108

(2σ+/-) (2σ+/-)

MB

0.1738

MB

Dil FacPrepared AnalyzedUnitResult Qualifier

Uncert.

Count

Uncert.

Total

Carrier

Ba Carrier 30 - 110 01/30/25 07:40 02/21/25 09:25 1

Dil FacPrepared AnalyzedQualifier Limits%Yield

89.0

MB MB

Client Sample ID: Lab Control SampleLab Sample ID: LCS 160-700526/2-A
Matrix: Water Prep Type: Total/NA
Analysis Batch: 704203 Prep Batch: 700526

Radium-226

Analyte

125-75918.7629.58 0.996 1.00 0.198

RL MDC(2σ+/-)

LCS LCS

pCi/L

UnitResult Qual %RecAdded

Spike

Limits

%RecUncert.

Total

Eurofins St. Louis
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QC Association Summary
Job ID: 160-57034-1Client: TekLab, Inc

SDG: 25010182Project/Site: Radium-226 and Radium-228

Rad

Prep Batch: 700523

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water PrecSep-21160-57034-1 25010182-001 Total/NA

Water PrecSep-21160-57034-2 25010182-002 Total/NA

Water PrecSep-21160-57034-3 25010182-003 Total/NA

Water PrecSep-21160-57034-4 25010182-004 Total/NA

Water PrecSep-21160-57034-5 25010182-005 Total/NA

Water PrecSep-21160-57034-6 25010182-006 Total/NA

Water PrecSep-21160-57034-7 25010182-007 Total/NA

Water PrecSep-21160-57034-8 25010182-008 Total/NA

Water PrecSep-21160-57034-9 25010182-009 Total/NA

Water PrecSep-21160-57034-10 25010182-010 Total/NA

Water PrecSep-21160-57034-11 25010182-011 Total/NA

Water PrecSep-21160-57034-12 25010182-012 Total/NA

Water PrecSep-21160-57034-13 25010182-013 Total/NA

Water PrecSep-21160-57034-14 25010182-014 Total/NA

Water PrecSep-21160-57034-15 25010182-015 Total/NA

Water PrecSep-21160-57034-16 25010182-016 Total/NA

Water PrecSep-21160-57034-17 25010182-017 Total/NA

Water PrecSep-21160-57034-18 25010182-018 Total/NA

Water PrecSep-21160-57034-19 25010182-019 Total/NA

Water PrecSep-21MB 160-700523/1-A Method Blank Total/NA

Water PrecSep-21LCS 160-700523/2-A Lab Control Sample Total/NA

Water PrecSep-21160-57034-1 DU 25010182-001 Total/NA

Prep Batch: 700524

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water PrecSep_0160-57034-1 25010182-001 Total/NA

Water PrecSep_0160-57034-2 25010182-002 Total/NA

Water PrecSep_0160-57034-3 25010182-003 Total/NA

Water PrecSep_0160-57034-4 25010182-004 Total/NA

Water PrecSep_0160-57034-5 25010182-005 Total/NA

Water PrecSep_0160-57034-6 25010182-006 Total/NA

Water PrecSep_0160-57034-7 25010182-007 Total/NA

Water PrecSep_0160-57034-8 25010182-008 Total/NA

Water PrecSep_0160-57034-9 25010182-009 Total/NA

Water PrecSep_0160-57034-10 25010182-010 Total/NA

Water PrecSep_0160-57034-11 25010182-011 Total/NA

Water PrecSep_0160-57034-12 25010182-012 Total/NA

Water PrecSep_0160-57034-13 25010182-013 Total/NA

Water PrecSep_0160-57034-14 25010182-014 Total/NA

Water PrecSep_0160-57034-15 25010182-015 Total/NA

Water PrecSep_0160-57034-16 25010182-016 Total/NA

Water PrecSep_0160-57034-17 25010182-017 Total/NA

Water PrecSep_0160-57034-18 25010182-018 Total/NA

Water PrecSep_0160-57034-19 25010182-019 Total/NA

Water PrecSep_0MB 160-700524/1-A Method Blank Total/NA

Water PrecSep_0LCS 160-700524/2-A Lab Control Sample Total/NA

Water PrecSep_0160-57034-1 DU 25010182-001 Total/NA

Prep Batch: 700526

Lab Sample ID Client Sample ID Prep Type Matrix Method Prep Batch

Water PrecSep-21160-57034-20 25010182-020 Total/NA

Eurofins St. Louis
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Tracer/Carrier Summary
Job ID: 160-57034-1Client: TekLab, Inc

SDG: 25010182Project/Site: Radium-226 and Radium-228

Method: 904.0 - Radium-228 (GFPC)
Prep Type: Total/NAMatrix: Water

Lab Sample ID Client Sample ID (30-110) (30-110)

Ba Y

92.6 80.7160-57034-1

Percent Yield (Acceptance Limits)

25010182-001

92.1 78.9160-57034-1 DU 25010182-001

74.5 78.1160-57034-2 25010182-002

80.9 83.7160-57034-3 25010182-003

47.7 80.0160-57034-4 25010182-004

68.4 79.3160-57034-5 25010182-005

79.3 78.1160-57034-6 25010182-006

77.3 73.6160-57034-7 25010182-007

87.2 77.4160-57034-8 25010182-008

83.9 82.6160-57034-9 25010182-009

74.2 77.8160-57034-10 25010182-010

79.1 78.1160-57034-11 25010182-011

72.4 72.1160-57034-12 25010182-012

80.4 75.5160-57034-13 25010182-013

75.0 76.6160-57034-14 25010182-014

89.8 76.3160-57034-15 25010182-015

91.8 80.0160-57034-16 25010182-016

83.2 80.0160-57034-17 25010182-017

82.7 79.3160-57034-18 25010182-018

76.3 71.4160-57034-19 25010182-019

72.2 81.9160-57034-20 25010182-020

80.4 81.1160-57034-21 25010182-021

87.2 83.0160-57034-21 DU 25010182-021

77.3 79.3160-57034-22 25010182-022

94.9 83.7160-57034-23 25010182-023

76.8 83.7160-57034-24 25010182-024

91.6 82.2160-57034-25 25010182-025

88.8 80.7160-57034-26 25010182-027

93.9 78.1160-57034-27 25010182-028

99.7 82.6160-57034-28 25010182-029

82.7 78.9160-57034-29 25010182-030

90.1 85.2160-57034-30 25010182-031

78.8 81.1160-57034-31 25010182-032

74.7 81.1160-57034-32 25010182-033

86.2 81.9160-57034-33 25010182-034

87.5 81.1160-57034-34 25010182-035

88.8 81.1160-57034-35 25010182-036

83.4 82.6160-57034-36 25010182-037

90.3 80.7160-57034-37 25010182-038

86.5 81.9LCS 160-700524/2-A Lab Control Sample

88.5 81.5LCS 160-700527/2-A Lab Control Sample

84.4 79.6MB 160-700524/1-A Method Blank

89.0 84.9MB 160-700527/1-A Method Blank

Tracer/Carrier Legend

Ba = Ba Carrier

Y = Y Carrier

Eurofins St. Louis

Page 48 of 48 2/21/2025

1

2

3

4

5

6

7

8

9

10

11

12

ATTACHMENT B. 
845 QUARTERLY REPORT - QUARTER 1, 2025 

BALDWIN POWER PLANT, BOTTOM ASH POND 
BAL-845-601



Monitoring Point:

Sample ID:

Date (s):

Field Team Members

Name: Affiliation:

Name: Affiliation:

Weather Conditions

Temp: 27 oF Wind Direction:

Precipitation: Sky:

Well Observations

Well Pad  Yes No

Casing  X

Protective Casing  X

Reference Mark/Identification  

Groundwater Level Measurements Static Water Level: 8.55 feet below TOC

Date/Time Measured: 1/22/2025 12:47 Total Depth: 32.91 feet below TOC

Water Column: 24.36 feet  

Purging Activities

Purged By: Purge Date:

Purge Method: Well Diameter: 2"

Purge Volume Calculation (L): 24.356 ft. x 0.022 = 0.54 L x 3 Vol. = 1.62 L *Based on Low-Flow (3/8" discharge)

Actual Purge Volume (L): 3.50 L

Physical appearance of purge water: Odor: Slight Color: none

Purge Time

Cumulative 

Purge Vol.(L)

Purge Rate 

(mL/m)

pH

(S.U.)

Specific 

Conductivity 

(µS/cm) Temp (oC)

Dissolved 

Oxygen

(mg/L)

ORP

(mV)

Turbidity 

(NTU) Other

12:56 0.0 250

13:01 1.3 ↓ 6.91 1,368.70 14.60 1.12 -125.10 45.81

13:04 2.0 6.91 1,350.80 14.80 0.83 -122.60 36.92

13:07 2.8 6.93 1,342.10 14.86 0.83 -117.80 21.21

13:10 3.5 6.92 1,334.20 14.84 0.79 -116.40 13.03

Sampling Activities

Sampled By: Sample Date/Time: 1/22/2025 13:10

Sample Method: Sample Equipment:

Sample Parameters: 6.92 pH 1,334.20 Spec. Cond. 14.84 Temp

Field Filtered: No Filter Type:

Water Level: 12.70 feet below TOC Drawdown: 4.15 feet

Observations/Comments: (i.e., equipment malfunctions, contamination sources, sampling difficulties; duplicate sample)

● Field Meter: 44954

Form Completed By: Date: 1/22/2025

Clear

purge start time

JC

Low Flow Bladder Pump

Good Well  

Yes

JC 1/22/2025

Bladder Pump

Good Locks  

Good Protective Casing  

W.O. Number (s): 25010181 1/22/2025

Justin Colp TekLab, Inc.

Field Data Sheet

Project Name: BAL-25Q1 MW-192

Project Location: Baldwin, IL 009

None Light Heavy Clear Partly Cloudy Cloudy

N S E EW SW NE NW

                                                 |  5445 Horseshoe Lake Road, Collinsville, IL 62234  |  Phone: (618) 344-1004  |  www.teklabinc.com     
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Monitoring Point:

Sample ID:

Date (s):

Field Team Members

Name: Affiliation:

Name: Affiliation:

Weather Conditions

Temp: 30 oF Wind Direction:

Precipitation: Sky:

Well Observations

Well Pad  Yes No

Casing  X

Protective Casing  X

Reference Mark/Identification  

Groundwater Level Measurements Static Water Level: 9.53 feet below TOC

Date/Time Measured: 1/22/2025 13:23 Total Depth: 35.54 feet below TOC

Water Column: 26.01 feet  

Purging Activities

Purged By: Purge Date:

Purge Method: Well Diameter: 2"

Purge Volume Calculation (L): 26.013 ft. x 0.022 = 0.57 L x 3 Vol. = 1.71 L *Based on Low-Flow (3/8" discharge)

Actual Purge Volume (L): 6.50 L

Physical appearance of purge water: Odor: Slight Color: none

Purge Time

Cumulative 

Purge Vol.(L)

Purge Rate 

(mL/m)

pH

(S.U.)

Specific 

Conductivity 

(µS/cm) Temp (oC)

Dissolved 

Oxygen

(mg/L)

ORP

(mV)

Turbidity 

(NTU) Other

13:23 0.0 250

13:28 1.3 ↓ 6.80 1,590.50 14.60 4.07 -29.20 81.41

13:31 2.0 6.76 1,593.10 14.81 3.36 -27.00 81.76

13:34 2.8 6.72 1,594.10 15.15 2.09 -27.60 50.39

13:37 3.5 6.68 1,596.00 15.21 1.37 -29.70 34.31

13:40 4.3 6.67 1,594.50 15.33 1.06 -31.30 25.99

13:43 5.0 6.66 1,594.40 15.47 0.88 -32.40 20.48

13:46 5.8 6.65 1,590.90 15.41 0.75 -33.20 16.02

13:49 6.5 6.65 1,590.60 15.27 0.71 -33.60 13.00

Sampling Activities

Sampled By: Sample Date/Time: 1/22/2025 13:49

Sample Method: Sample Equipment:

Sample Parameters: 6.65 pH 1,590.60 Spec. Cond. 15.27 Temp

Field Filtered: No Filter Type:

Water Level: 10.18 feet below TOC Drawdown: 0.65 feet

Observations/Comments: (i.e., equipment malfunctions, contamination sources, sampling difficulties; duplicate sample)

● Field Meter: 44954

Form Completed By: Date: 1/22/2025

Clear

purge start time

JC

Low Flow Bladder Pump

Good Well  

Yes

JC 1/22/2025

Bladder Pump

Good Locks  

Good Protective Casing  

W.O. Number (s): 25010181 1/22/2025

Justin Colp TekLab, Inc.

Field Data Sheet

Project Name: BAL-25Q1 MW-193

Project Location: Baldwin, IL 010

None Light Heavy Clear Partly Cloudy Cloudy

N S E EW SW NE NW

                                                 |  5445 Horseshoe Lake Road, Collinsville, IL 62234  |  Phone: (618) 344-1004  |  www.teklabinc.com     
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Monitoring Point:

Sample ID:

Date (s):

Field Team Members

Name: Affiliation:

Name: Affiliation:

Weather Conditions

Temp: 30 oF Wind Direction:

Precipitation: Sky:

Well Observations

Well Pad  Yes No

Casing  X

Protective Casing  X

Reference Mark/Identification  

Groundwater Level Measurements Static Water Level: 8.99 feet below TOC

Date/Time Measured: 1/22/2025 13:03 Total Depth: 57.50 feet below TOC

Water Column: 48.51 feet  

Purging Activities

Purged By: Purge Date:

Purge Method: Well Diameter: 2"

Purge Volume Calculation (L): 48.51 ft. x 0.022 = 1.07 L x 3 Vol. = 3.21 L *Based on Low-Flow (3/8" discharge)

Actual Purge Volume (L): 4.50 L

Physical appearance of purge water: Odor: None Color: None

Purge Time

Cumulative 

Purge Vol.(L)

Purge Rate 

(mL/m)

pH

(S.U.)

Specific 

Conductivity 

(µS/cm) Temp (oC)

Dissolved 

Oxygen

(mg/L)

ORP

(mV)

Turbidity 

(NTU) Other

13:04 0.0 161

13:20 2.6 ↓ 7.89 2,132.60 14.00 1.68 87.80 17.71

13:23 3.1 7.85 2,124.60 14.05 1.36 88.40 14.45

13:26 3.5 7.81 2,107.80 13.94 1.19 89.40 10.26

13:29 4.0 7.77 2,094.90 13.88 1.10 90.50 7.98

13:32 4.5 7.74 2,087.50 13.89 1.08 91.50 6.80

Sampling Activities

Sampled By: Sample Date/Time: 1/22/2025 13:32

Sample Method: Sample Equipment:

Sample Parameters: 7.74 pH 2,087.50 Spec. Cond. 13.89 Temp

Field Filtered: Yes Filter Type:

Water Level: 15.74 feet below TOC Drawdown: 6.75 feet

Observations/Comments: (i.e., equipment malfunctions, contamination sources, sampling difficulties; duplicate sample)

● Field Meter: 210769

Form Completed By: Date: 1/22/2025

Clear

purge start time

PY

Low Flow Bladder Pump

Inline Disposable

Good Well  

Yes

TC 1/22/2025

Bladder Pump

Good Locks  

Good Protective Casing  

W.O. Number (s): 25010181 1/22/2025

Tracy Carroll TekLab, Inc.

Payton Yoch TekLab, Inc.

Field Data Sheet

Project Name: BAL-25Q1 MW-304

Project Location: Baldwin, IL 016

None Light Heavy Clear Partly Cloudy Cloudy

N S E EW SW NE NW

                                                 |  5445 Horseshoe Lake Road, Collinsville, IL 62234  |  Phone: (618) 344-1004  |  www.teklabinc.com     
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Monitoring Point:

Sample ID:

Date (s):

Field Team Members

Name: Affiliation:

Name: Affiliation:

Weather Conditions

Temp: 32 oF Wind Direction:

Precipitation: Sky:

Well Observations

Well Pad  Yes No

Casing  X

Protective Casing  X

Reference Mark/Identification  

Groundwater Level Measurements Static Water Level: 4.60 feet below TOC

Date/Time Measured: 1/23/2025 11:32 Total Depth: 68.40 feet below TOC

Water Column: 63.80 feet  

Purging Activities

Purged By: Purge Date:

Purge Method: Well Diameter: 2"

Purge Volume Calculation (L): 63.8 ft. x 0.022 = 1.4 L x 3 Vol. = 4.2 L *Based on Low-Flow (3/8" discharge)

Actual Purge Volume (L): 4.00 L

Physical appearance of purge water: Odor: None Color: none

Purge Time

Cumulative 

Purge Vol.(L)

Purge Rate 

(mL/m)

pH

(S.U.)

Specific 

Conductivity 

(µS/cm) Temp (oC)

Dissolved 

Oxygen

(mg/L)

ORP

(mV)

Turbidity 

(NTU) Other

11:32 0.0 267

11:35 0.8 ↓ 7.75 2,016.70 12.47 1.81 -128.50 5.08

11:38 1.6 7.75 2,059.80 12.59 0.56 -111.60 9.04

11:41 2.4 7.75 2,035.40 12.69 0.25 -104.30 8.71

11:44 3.2 7.72 1,991.50 12.74 0.16 -99.90 5.11

11:47 4.0 7.70 1,959.00 12.67 0.21 -96.00 3.53

Sampling Activities

Sampled By: Sample Date/Time: 1/23/2025 11:47

Sample Method: Sample Equipment:

Sample Parameters: 7.70 pH 1,959.00 Spec. Cond. 12.67 Temp

Field Filtered: No Filter Type:

Water Level: 7.60 feet below TOC Drawdown: 3.00 feet

Observations/Comments: (i.e., equipment malfunctions, contamination sources, sampling difficulties; duplicate sample)

● Field Meter: 44954

Form Completed By: Date: 1/23/2025

Clear

purge start time

JC

Low Flow Bladder Pump

Good Well  

Yes

JC 1/23/2025

Bladder Pump

Good Locks  

Good Protective Casing  

W.O. Number (s): 25010181 1/23/2025

Justin Colp TekLab, Inc.

Payton Yoch TekLab, Inc.

Field Data Sheet

Project Name: BAL-25Q1 MW-356

Project Location: Baldwin, IL 020

None Light Heavy Clear Partly Cloudy Cloudy

N S E EW SW NE NW

                                                 |  5445 Horseshoe Lake Road, Collinsville, IL 62234  |  Phone: (618) 344-1004  |  www.teklabinc.com     

ATTACHMENT B. 
845 QUARTERLY REPORT - QUARTER 1, 2025 

BALDWIN POWER PLANT, BOTTOM ASH POND 
BAL-845-601



Monitoring Point:

Sample ID:

Date (s):

Field Team Members

Name: Affiliation:

Name: Affiliation:

Weather Conditions

Temp: 20 oF Wind Direction:

Precipitation: Sky:

Well Observations

Well Pad  Yes No

Casing  X

Protective Casing  X

Reference Mark/Identification  

Groundwater Level Measurements Static Water Level: 31.68 feet below TOC

Date/Time Measured: 1/24/2025 11:02 Total Depth: 93.03 feet below TOC

Water Column: 61.35 feet  

Purging Activities

Purged By: Purge Date:

Purge Method: Well Diameter: 2"

Purge Volume Calculation (L): 61.35 ft. x 0.022 = 1.35 L x 3 Vol. = 4.05 L *Based on Low-Flow (3/8" discharge)

Actual Purge Volume (L): 5.50 L

Physical appearance of purge water: Odor: None Color: lt grey

Purge Time

Cumulative 

Purge Vol.(L)

Purge Rate 

(mL/m)

pH

(S.U.)

Specific 

Conductivity 

(µS/cm) Temp (oC)

Dissolved 

Oxygen

(mg/L)

ORP

(mV)

Turbidity 

(NTU) Other

11:06 0.0 196

11:16 2.0 ↓ 7.30 4,174.90 12.40 1.86 87.60 368.10

11:19 2.6 7.32 4,181.90 12.50 1.55 80.20 241.86

11:22 3.1 7.34 4,183.70 12.55 1.37 73.40 257.78

11:25 3.7 7.33 4,157.60 12.60 1.25 67.30 210.95

11:28 4.3 7.30 4,112.70 12.52 1.15 61.90 190.40

11:31 4.9 7.28 4,090.60 12.64 1.08 56.10 203.85

11:34 5.5 7.27 4,080.80 12.66 1.02 50.00 167.51

Sampling Activities

Sampled By: Sample Date/Time: 1/24/2025 11:34

Sample Method: Sample Equipment:

Sample Parameters: 7.27 pH 4,080.80 Spec. Cond. 12.66 Temp

Field Filtered: No Filter Type:

Water Level: 39.03 feet below TOC Drawdown: 7.35 feet

Observations/Comments: (i.e., equipment malfunctions, contamination sources, sampling difficulties; duplicate sample)

● Field Meter: 210769

Form Completed By: Date: 1/24/2025

Cloudy

purge start time

TC

Low Flow Bladder Pump

Good Well  

Yes

TC 1/24/2025

Bladder Pump

Good Locks  

Good Protective Casing  

W.O. Number (s): 25010181 1/24/2025

Tracy Carroll TekLab, Inc.

Payton Yoch TekLab, Inc.

Field Data Sheet

Project Name: BAL-25Q1 MW-358R

Project Location: Baldwin, IL 021

None Light Heavy Clear Partly Cloudy Cloudy

N S E EW SW NE NW

                                                 |  5445 Horseshoe Lake Road, Collinsville, IL 62234  |  Phone: (618) 344-1004  |  www.teklabinc.com     

ATTACHMENT B. 
845 QUARTERLY REPORT - QUARTER 1, 2025 

BALDWIN POWER PLANT, BOTTOM ASH POND 
BAL-845-601



Monitoring Point:

Sample ID:

Date (s):

Field Team Members

Name: Affiliation:

Name: Affiliation:

Weather Conditions

Temp: 29 oF Wind Direction:

Precipitation: Sky:

Well Observations

Well Pad  Yes No

Casing  X

Protective Casing  X

Reference Mark/Identification  

Groundwater Level Measurements Static Water Level: 10.92 feet below TOC

Date/Time Measured: 1/23/2025 13:31 Total Depth: 68.20 feet below TOC

Water Column: 57.28 feet  

Purging Activities

Purged By: Purge Date:

Purge Method: Well Diameter: 2"

Purge Volume Calculation (L): 57.28 ft. x 0.022 = 1.26 L x 3 Vol. = 3.78 L *Based on Low-Flow (3/8" discharge)

Actual Purge Volume (L): 3.00 L

Physical appearance of purge water: Odor: Moderate Color: none

Purge Time

Cumulative 

Purge Vol.(L)

Purge Rate 

(mL/m)

pH

(S.U.)

Specific 

Conductivity 

(µS/cm) Temp (oC)

Dissolved 

Oxygen

(mg/L)

ORP

(mV)

Turbidity 

(NTU) Other

13:31 0.0 231

13:35 0.9 ↓ 7.30 3,403.80 13.85 0.83 -168.50 7.94

13:38 1.6 8.11 4,322.00 13.65 0.27 -199.60 14.91

13:41 2.3 8.34 4,193.70 13.58 0.14 -207.70 34.22

13:44 3.0 8.39 3,955.10 13.63 0.09 -208.00 36.81

Sampling Activities

Sampled By: Sample Date/Time: 1/23/2025 13:44

Sample Method: Sample Equipment:

Sample Parameters: 8.39 pH 3,955.10 Spec. Cond. 13.63 Temp

Field Filtered: No Filter Type:

Water Level: 13.22 feet below TOC Drawdown: 2.30 feet

Observations/Comments: (i.e., equipment malfunctions, contamination sources, sampling difficulties; duplicate sample)

● Field Meter: 44954

Form Completed By: Date: 1/23/2025

Slightly cloudy

purge start time

JC

Low Flow Bladder Pump

Good Well  

Yes

JC 1/23/2025

Bladder Pump

Good Locks  

Good Protective Casing  

W.O. Number (s): 25010181 1/23/2025

Justin Colp TekLab, Inc.

Payton Yoch TekLab, Inc.

Field Data Sheet

Project Name: BAL-25Q1 MW-369

Project Location: Baldwin, IL 023

None Light Heavy Clear Partly Cloudy Cloudy

N S E EW SW NE NW

                                                 |  5445 Horseshoe Lake Road, Collinsville, IL 62234  |  Phone: (618) 344-1004  |  www.teklabinc.com     

ATTACHMENT B. 
845 QUARTERLY REPORT - QUARTER 1, 2025 

BALDWIN POWER PLANT, BOTTOM ASH POND 
BAL-845-601



Monitoring Point:

Sample ID:

Date (s):

Field Team Members

Name: Affiliation:

Name: Affiliation:

Weather Conditions

Temp: 29 oF Wind Direction:

Precipitation: Sky:

Well Observations

Well Pad  Yes No

Casing  X

Protective Casing  X

Reference Mark/Identification  

Groundwater Level Measurements Static Water Level: 18.06 feet below TOC

Date/Time Measured: 1/23/2025 13:58 Total Depth: 65.20 feet below TOC

Water Column: 47.14 feet  

Purging Activities

Purged By: Purge Date:

Purge Method: Well Diameter: 2"

Purge Volume Calculation (L): 47.14 ft. x 0.022 = 1.04 L x 3 Vol. = 3.12 L *Based on Low-Flow (3/8" discharge)

Actual Purge Volume (L): 4.50 L

Physical appearance of purge water: Odor: None Color: none

Purge Time

Cumulative 

Purge Vol.(L)

Purge Rate 

(mL/m)

pH

(S.U.)

Specific 

Conductivity 

(µS/cm) Temp (oC)

Dissolved 

Oxygen

(mg/L)

ORP

(mV)

Turbidity 

(NTU) Other

13:58 0.0 237

14:02 1.0 ↓ 7.45 8,052.00 12.68 3.82 -43.70 6.79

14:05 1.7 7.54 8,674.20 13.08 1.67 -43.90 9.54

14:08 2.4 7.57 8,958.10 12.94 0.59 -47.80 11.46

14:11 3.1 7.57 9,030.90 12.92 0.32 -50.70 11.50

14:14 3.8 7.57 9,068.50 13.09 0.22 -52.50 11.11

14:17 4.5 7.56 9,090.50 13.09 0.17 -53.50 11.15

Sampling Activities

Sampled By: Sample Date/Time: 1/23/2025 14:17

Sample Method: Sample Equipment:

Sample Parameters: 7.56 pH 9,090.50 Spec. Cond. 13.09 Temp

Field Filtered: No Filter Type:

Water Level: 19.06 feet below TOC Drawdown: 1.00 feet

Observations/Comments: (i.e., equipment malfunctions, contamination sources, sampling difficulties; duplicate sample)

● Field Meter: 44954

Form Completed By: Date: 1/23/2025

Clear

purge start time

JC

Low Flow Bladder Pump

Good Well  

Yes

JC 1/23/2025

Bladder Pump

Good Locks  

Good Protective Casing  

W.O. Number (s): 25010181 1/23/2025

Justin Colp TekLab, Inc.

Payton Yoch TekLab, Inc.

Field Data Sheet

Project Name: BAL-25Q1 MW-370

Project Location: Baldwin, IL 024

None Light Heavy Clear Partly Cloudy Cloudy

N S E EW SW NE NW

                                                 |  5445 Horseshoe Lake Road, Collinsville, IL 62234  |  Phone: (618) 344-1004  |  www.teklabinc.com     

ATTACHMENT B. 
845 QUARTERLY REPORT - QUARTER 1, 2025 

BALDWIN POWER PLANT, BOTTOM ASH POND 
BAL-845-601



Monitoring Point:

Sample ID:

Date (s):

Field Team Members

Name: Affiliation:

Name: Affiliation:

Weather Conditions

Temp: 30 oF Wind Direction:

Precipitation: Sky:

Well Observations

Well Pad  Yes No

Casing  X

Protective Casing  X

Reference Mark/Identification  

Groundwater Level Measurements Static Water Level: 15.41 feet below TOC

Date/Time Measured: 1/23/2025 12:04 Total Depth: 72.70 feet below TOC

Water Column: 57.29 feet  

Purging Activities

Purged By: Purge Date:

Purge Method: Well Diameter: 2"

Purge Volume Calculation (L): 57.29 ft. x 0.022 = 1.26 L x 3 Vol. = 3.78 L *Based on Low-Flow (3/8" discharge)

Actual Purge Volume (L): 3.50 L

Physical appearance of purge water: Odor: None Color: none

Purge Time

Cumulative 

Purge Vol.(L)

Purge Rate 

(mL/m)

pH

(S.U.)

Specific 

Conductivity 

(µS/cm) Temp (oC)

Dissolved 

Oxygen

(mg/L)

ORP

(mV)

Turbidity 

(NTU) Other

12:06 0.0 206

12:11 1.0 ↓ 7.77 3,067.60 13.79 2.26 -145.60 137.59

12:14 1.6 7.82 3,225.70 14.05 0.78 -125.00 160.00

12:17 2.3 7.80 3,246.70 14.20 0.43 -115.00 165.38

12:20 2.9 7.78 3,204.10 14.00 0.32 -109.90 143.86

12:23 3.5 7.73 3,125.90 14.03 0.39 -104.40 140.37

Sampling Activities

Sampled By: Sample Date/Time: 1/23/2025 12:23

Sample Method: Sample Equipment:

Sample Parameters: 7.73 pH 3,125.90 Spec. Cond. 14.03 Temp

Field Filtered: No Filter Type:

Water Level: 18.68 feet below TOC Drawdown: 3.27 feet

Observations/Comments: (i.e., equipment malfunctions, contamination sources, sampling difficulties; duplicate sample)

● Field Meter: 44954

Form Completed By: Date: 1/23/2025

Cloudy

purge start time

JC

Low Flow Bladder Pump

Good Well  

Yes

JC 1/23/2025

Bladder Pump

Good Locks  

Good Protective Casing  

W.O. Number (s): 25010181 1/23/2025

Justin Colp TekLab, Inc.

Payton Yoch TekLab, Inc.

Field Data Sheet

Project Name: BAL-25Q1 MW-382

Project Location: Baldwin, IL 027

None Light Heavy Clear Partly Cloudy Cloudy

N S E EW SW NE NW

                                                 |  5445 Horseshoe Lake Road, Collinsville, IL 62234  |  Phone: (618) 344-1004  |  www.teklabinc.com     

ATTACHMENT B. 
845 QUARTERLY REPORT - QUARTER 1, 2025 

BALDWIN POWER PLANT, BOTTOM ASH POND 
BAL-845-601



Monitoring Point:

Sample ID:

Date (s):

Field Team Members

Name: Affiliation:

Name: Affiliation:

Weather Conditions

Temp: 27 oF Wind Direction:

Precipitation: Sky:

Well Observations

Well Pad  Yes No

Casing  X

Protective Casing  X

Reference Mark/Identification  

Groundwater Level Measurements Static Water Level: 8.86 feet below TOC

Date/Time Measured: 1/22/2025 12:17 Total Depth: 86.96 feet below TOC

Water Column: 78.10 feet  

Purging Activities

Purged By: Purge Date:

Purge Method: Well Diameter: 2"

Purge Volume Calculation (L): 78.095 ft. x 0.022 = 1.72 L x 3 Vol. = 5.16 L *Based on Low-Flow (3/8" discharge)

Actual Purge Volume (L): 5.00 L

Physical appearance of purge water: Odor: None Color: none

Purge Time

Cumulative 

Purge Vol.(L)

Purge Rate 

(mL/m)

pH

(S.U.)

Specific 

Conductivity 

(µS/cm) Temp (oC)

Dissolved 

Oxygen

(mg/L)

ORP

(mV)

Turbidity 

(NTU) Other

12:24 0.0 385

12:28 1.5 ↓ 7.54 4,993.30 14.86 1.09 -151.30 35.53

12:31 2.7 7.56 5,145.20 14.86 0.75 -159.50 62.00

12:34 3.8 7.57 5,268.10 15.03 0.65 -159.40 77.99

12:37 5.0 7.57 5,355.70 14.97 0.58 -161.40 59.81

Sampling Activities

Sampled By: Sample Date/Time: 1/22/2025 12:37

Sample Method: Sample Equipment:

Sample Parameters: 7.57 pH 5,355.70 Spec. Cond. 14.97 Temp

Field Filtered: No Filter Type:

Water Level: 13.77 feet below TOC Drawdown: 4.91 feet

Observations/Comments: (i.e., equipment malfunctions, contamination sources, sampling difficulties; duplicate sample)

● Field Meter: 44954

Form Completed By: Date: 1/22/2025

Cloudy

purge start time

JC

Low Flow Bladder Pump

Good Well  

Yes

JC 1/22/2025

Bladder Pump

Good Locks  

Good Protective Casing  

W.O. Number (s): 25010181 1/22/2025

Justin Colp TekLab, Inc.

Field Data Sheet

Project Name: BAL-25Q1 MW-392

Project Location: Baldwin, IL 032

None Light Heavy Clear Partly Cloudy Cloudy

N S E EW SW NE NW

                                                 |  5445 Horseshoe Lake Road, Collinsville, IL 62234  |  Phone: (618) 344-1004  |  www.teklabinc.com     

ATTACHMENT B. 
845 QUARTERLY REPORT - QUARTER 1, 2025 

BALDWIN POWER PLANT, BOTTOM ASH POND 
BAL-845-601



Monitoring Point:

Sample ID:

Date (s):

Field Team Members

Name: Affiliation:

Name: Affiliation:

Weather Conditions

Temp: 30 oF Wind Direction:

Precipitation: Sky:

Well Observations

Well Pad  Yes No

Casing  X

Protective Casing  X

Reference Mark/Identification  

Groundwater Level Measurements Static Water Level: 8.21 feet below TOC

Date/Time Measured: 1/22/2025 13:53 Total Depth: 88.27 feet below TOC

Water Column: 80.06 feet  

Purging Activities

Purged By: Purge Date:

Purge Method: Well Diameter: 2"

Purge Volume Calculation (L): 80.061 ft. x 0.022 = 1.76 L x 3 Vol. = 5.28 L *Based on Low-Flow (3/8" discharge)

Actual Purge Volume (L): 5.00 L

Physical appearance of purge water: Odor: Strong Color: none

Purge Time

Cumulative 

Purge Vol.(L)

Purge Rate 

(mL/m)

pH

(S.U.)

Specific 

Conductivity 

(µS/cm) Temp (oC)

Dissolved 

Oxygen

(mg/L)

ORP

(mV)

Turbidity 

(NTU) Other

13:58 0.0 333

14:01 1.0 ↓ 8.04 5,781.40 14.45 1.84 -210.60 3.51

14:04 2.0 8.10 6,299.30 14.86 0.39 -244.80 4.45

14:07 3.0 8.11 6,511.70 14.94 0.17 -258.10 6.02

14:10 4.0 8.11 6,659.60 15.01 0.09 -266.30 7.28

14:13 5.0 8.12 6,774.20 15.06 0.06 -272.30 6.59

Sampling Activities

Sampled By: Sample Date/Time: 1/22/2025 14:13

Sample Method: Sample Equipment:

Sample Parameters: 8.12 pH 6,774.20 Spec. Cond. 15.06 Temp

Field Filtered: No Filter Type:

Water Level: 12.79 feet below TOC Drawdown: 4.58 feet

Observations/Comments: (i.e., equipment malfunctions, contamination sources, sampling difficulties; duplicate sample)

● Field Meter: 44954

Form Completed By: Date: 1/22/2025

Clear

purge start time

JC

Low Flow Bladder Pump

Good Well  

Yes

JC 1/22/2025

Bladder Pump

Good Locks  

Good Protective Casing  

W.O. Number (s): 25010181 1/22/2025

Justin Colp TekLab, Inc.

Field Data Sheet

Project Name: BAL-25Q1 MW-393

Project Location: Baldwin, IL 033

None Light Heavy Clear Partly Cloudy Cloudy

N S E EW SW NE NW

                                                 |  5445 Horseshoe Lake Road, Collinsville, IL 62234  |  Phone: (618) 344-1004  |  www.teklabinc.com     

ATTACHMENT B. 
845 QUARTERLY REPORT - QUARTER 1, 2025 

BALDWIN POWER PLANT, BOTTOM ASH POND 
BAL-845-601



Monitoring Point:

Sample ID:

Date (s):

Field Team Members

Name: Affiliation:

Name: Affiliation:

Weather Conditions

Temp: 31 oF Wind Direction:

Precipitation: Sky:

Well Observations

Well Pad  Yes No

Casing  X

Protective Casing  X

Reference Mark/Identification  

Groundwater Level Measurements Static Water Level: 8.35 feet below TOC

Date/Time Measured: 1/22/2025 14:26 Total Depth: 85.78 feet below TOC

Water Column: 77.43 feet  

Purging Activities

Purged By: Purge Date:

Purge Method: Well Diameter: 2"

Purge Volume Calculation (L): 77.43 ft. x 0.022 = 1.7 L x 3 Vol. = 5.1 L *Based on Low-Flow (3/8" discharge)

Actual Purge Volume (L): 6.00 L

Physical appearance of purge water: Odor: Moderate Color: none

Purge Time

Cumulative 

Purge Vol.(L)

Purge Rate 

(mL/m)

pH

(S.U.)

Specific 

Conductivity 

(µS/cm) Temp (oC)

Dissolved 

Oxygen

(mg/L)

ORP

(mV)

Turbidity 

(NTU) Other

14:26 0.0 400

14:29 1.2 ↓ 7.74 6,483.50 14.85 1.69 -224.10 4.47

14:32 2.4 7.84 7,297.40 14.76 0.31 -276.10 6.29

14:35 3.6 7.86 7,286.60 14.74 0.15 -299.20 4.44

14:38 4.8 7.89 7,171.60 14.75 0.08 -312.70 3.23

14:41 6.0 7.92 7,047.20 14.82 0.04 -313.00 3.19

Sampling Activities

Sampled By: Sample Date/Time: 1/22/2025 14:41

Sample Method: Sample Equipment:

Sample Parameters: 7.92 pH 7,047.20 Spec. Cond. 14.82 Temp

Field Filtered: No Filter Type:

Water Level: 11.83 feet below TOC Drawdown: 3.48 feet

Observations/Comments: (i.e., equipment malfunctions, contamination sources, sampling difficulties; duplicate sample)

● Field Meter: 44954

Form Completed By: Date: 1/22/2025

Clear

purge start time

JC

Low Flow Bladder Pump

Good Well  

Yes

JC 1/22/2025

Bladder Pump

Good Locks  

Good Protective Casing  

W.O. Number (s): 25010181 1/22/2025

Justin Colp TekLab, Inc.

Field Data Sheet

Project Name: BAL-25Q1 MW-394

Project Location: Baldwin, IL 034

None Light Heavy Clear Partly Cloudy Cloudy

N S E EW SW NE NW

                                                 |  5445 Horseshoe Lake Road, Collinsville, IL 62234  |  Phone: (618) 344-1004  |  www.teklabinc.com     

ATTACHMENT B. 
845 QUARTERLY REPORT - QUARTER 1, 2025 

BALDWIN POWER PLANT, BOTTOM ASH POND 
BAL-845-601



Monitoring Point:

Sample ID:

Date (s):

Field Team Members

Name: Affiliation:

Name: Affiliation:

Weather Conditions

Temp: 32 oF Wind Direction:

Precipitation: Sky:

Well Observations

Well Pad  Yes No

Casing  X

Protective Casing  X

Reference Mark/Identification  

Groundwater Level Measurements Static Water Level: 6.54 feet below TOC

Date/Time Measured: 1/27/2025 11:04 Total Depth: 35.60 feet below TOC

Water Column: 29.06 feet  

Purging Activities

Purged By: Purge Date:

Purge Method: Well Diameter: 2"

Purge Volume Calculation (L): 29.06 ft. x 0.022 = 0.64 L x 3 Vol. = 1.92 L *Based on Low-Flow (3/8" discharge)

Actual Purge Volume (L): 3.00 L

Physical appearance of purge water: Odor: None Color: Clear

Purge Time

Cumulative 

Purge Vol.(L)

Purge Rate 

(mL/m)

pH

(S.U.)

Specific 

Conductivity 

(µS/cm) Temp (oC)

Dissolved 

Oxygen

(mg/L)

ORP

(mV)

Turbidity 

(NTU) Other

11:04 0.0 200

11:07 0.6 ↓ 7.11 367.00 12.38 2.13 -24.60 5.77

11:10 1.2 7.18 359.30 12.41 3.91 -22.20 8.02

11:13 1.8 7.09 356.30 12.57 3.64 -20.70 9.68

11:16 2.4 6.99 354.70 12.59 3.02 -19.40 8.14

11:19 3.0 6.94 352.10 12.75 2.54 -22.10 5.99

Sampling Activities

Sampled By: Sample Date/Time: 1/23/2025 11:19

Sample Method: Sample Equipment:

Sample Parameters: 6.94 pH 352.10 Spec. Cond. 12.75 Temp

Field Filtered: No Filter Type:

Water Level: 6.75 feet below TOC Drawdown: 0.21 feet

Observations/Comments: (i.e., equipment malfunctions, contamination sources, sampling difficulties; duplicate sample)

● Field Meter: 46868

Form Completed By: Date: 1/23/2025

Clear

purge start time

BG

Low Flow Peristaltic Pump

Good Well  

Yes

BG 1/27/2025

Peristaltic Pump

Good Locks  

Good Protective Casing  

W.O. Number (s): 25010181 1/27/2025

Brett Gillihan TekLab, Inc.

Danny Crump TekLab, Inc.

Field Data Sheet

Project Name: BAL-25Q1 OW-256

Project Location: Baldwin, IL 037

None Light Heavy Clear Partly Cloudy Cloudy

N S E EW SW NE NW

                                                 |  5445 Horseshoe Lake Road, Collinsville, IL 62234  |  Phone: (618) 344-1004  |  www.teklabinc.com     

ATTACHMENT B. 
845 QUARTERLY REPORT - QUARTER 1, 2025 

BALDWIN POWER PLANT, BOTTOM ASH POND 
BAL-845-601



Monitoring Point:

Sample ID:

Date (s):

Field Team Members

Name: Affiliation:

Name: Affiliation:

Weather Conditions

Temp: 16 oF Wind Direction:

Precipitation: Sky:

Well Observations

Well Pad  Yes No

Casing  X

Protective Casing  X

Reference Mark/Identification  

Groundwater Level Measurements Static Water Level: 4.83 feet below TOC

Date/Time Measured: 1/22/2025 9:28 Total Depth: 41.90 feet below TOC

Water Column: 37.07 feet  

Purging Activities

Purged By: Purge Date:

Purge Method: Well Diameter: 2"

Purge Volume Calculation (L): 37.07 ft. x 0.022 = 0.82 L x 3 Vol. = 2.46 L *Based on Low-Flow (3/8" discharge)

Actual Purge Volume (L): 3.50 L

Physical appearance of purge water: Odor: None Color: none

Purge Time

Cumulative 

Purge Vol.(L)

Purge Rate 

(mL/m)

pH

(S.U.)

Specific 

Conductivity 

(µS/cm) Temp (oC)

Dissolved 

Oxygen

(mg/L)

ORP

(mV)

Turbidity 

(NTU) Other

9:29 0.0 206

9:37 1.7 ↓ 7.23 1,728.80 10.39 5.60 -125.10 2.06

9:40 2.3 7.23 1,716.20 10.14 5.57 -113.90 2.01

9:43 2.9 7.23 1,715.80 10.26 5.53 -105.20 2.18

9:46 3.5 7.23 1,701.60 9.83 5.54 -97.70 2.44

Sampling Activities

Sampled By: Sample Date/Time: 1/22/2025 9:46

Sample Method: Sample Equipment:

Sample Parameters: 7.23 pH 1,701.60 Spec. Cond. 9.83 Temp

Field Filtered: No Filter Type:

Water Level: 8.93 feet below TOC Drawdown: 4.10 feet

Observations/Comments: (i.e., equipment malfunctions, contamination sources, sampling difficulties; duplicate sample)

● Field Meter: 44954

Form Completed By: Date: 1/22/2025

Clear

purge start time

JC

Low Flow Peristaltic Pump

Good Well  

Yes

JC 1/22/2025

Peristaltic Pump

Good Locks  

Good Protective Casing  

W.O. Number (s): 25010181 1/22/2025

Justin Colp TekLab, Inc.

Field Data Sheet

Project Name: BAL-25Q1 OW-257

Project Location: Baldwin, IL 038

None Light Heavy Clear Partly Cloudy Cloudy

N S E EW SW NE NW
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Site Samping Event: BAL- 25Q1

LIMS Workorder: 25010181

Technician(s): DC, JC, TC, BG, PY

Field Calibration Log(s)

Baldwin- 1Q 2025

Field Temp SOP 1156 - SM 2550 B

Field pH SOP 1152 - SW-846 9040B - SM 4500-H B

Field Cond. SOP 1155 - SW-846 9050A - SM 2510 B

Field Meter ID: Pine 46868 Technician(s): Date:

pH Standards LIMS ID Calibration reading Date/Time Conductivity Standard LIMS ID Reading Date/Time

4.0 Buffer WC240612A 3.99 1/27/25 8:46 1,412 µS Std. 102040 1419 1/27/25 8:53

7.0 Buffer WC240913A 7.00 1/27/25 8:41

10.0 Buffer WC240913A 10.02 1/27/25 8:48 Turbidity Standard LIMS ID Reading Date/Time

LCS/CCV (7.0 Buffer) WC240913C 0 NTU (DI Water) 1 0.78 1/27/25 8:55

124 NTU 95834

ORP Standard LIMS ID/Lot# Reading Date/Time D.O. Saturation LIMS ID/Lot# Reading Date/Time

100% N/A

Temp. pH Conductivity Turbidity ORP D.O.
°C S.U. µS NTU mV %

LCS-3-BG LCS 1/27/25 8:58 17.9 7.00 1,419 1.68

CCV-M-3-BG CCV 1/27/25 11:12 18.1 7.01 1,422 1.23

CCV-3-BG CCV 1/27/25 14:34 18.5 7.01 1,426 1.44

Comments:

Brett Gillihan 1/27/2025

Sample ID Sample Type Date/Time
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ATTACHMENT C.  

COMPARISON TO BACKGROUND - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID HSU Event Parameter Units Date Range Sample Count Percent ND Statistical Calculation Statistical Result Background 

MW-192 UU E008 Antimony, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.001 0.00230 

MW-192 UU E008 Arsenic, total mg/L 10/27/22 - 01/22/25 15 47 CI around geomean 0.00117 0.00578 

MW-192 UU E008 Barium, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 0.0885 0.261 

MW-192 UU E008 Beryllium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.001 

MW-192 UU E008 Boron, total mg/L 10/27/22 - 01/22/25 15 13 CI around mean 0.0277 2.23 

MW-192 UU E008 Cadmium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.001 

MW-192 UU E008 Chloride, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 10.3 1,370 

MW-192 UU E008 Chromium, total mg/L 10/27/22 - 01/22/25 15 87 CI around median 0.0015 0.0125 

MW-192 UU E008 Cobalt, total mg/L 10/27/22 - 01/22/25 15 53 CI around median 0.001 0.00220 

MW-192 UU E008 Fluoride, total mg/L 10/27/22 - 01/22/25 15 13 CI around median 0.4 3.36 

MW-192 UU E008 Lead, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.001 0.00220 

MW-192 UU E008 Lithium, total mg/L 10/27/22 - 01/22/25 15 7 CB around linear reg -0.023 0.123 

MW-192 UU E008 Mercury, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.0002 0.0002 

MW-192 UU E008 Molybdenum, total mg/L 10/27/22 - 01/22/25 15 20 CI around geomean 0.00179 0.0782 

MW-192 UU E008 pH (field) SU 10/27/22 - 01/22/25 15 0 CI around mean 6.7/6.9 7.3/8.4 

MW-192 UU E008 Radium 226 + Radium 228, total pCi/L 10/27/22 - 01/22/25 15 0 CI around mean 0.322 4.14 

MW-192 UU E008 Selenium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.00320 

MW-192 UU E008 Sulfate, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg -8.43 228 

MW-192 UU E008 Thallium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.002 0.002 

MW-192 UU E008 Total Dissolved Solids mg/L 10/27/22 - 01/22/25 15 0 CB around T-S line 54 3,260 

MW-193 UU E008 Antimony, total mg/L 10/27/22 - 01/22/25 15 93 Most recent sample 0.001 0.00230 

MW-193 UU E008 Arsenic, total mg/L 10/27/22 - 01/22/25 15 33 CB around T-S line -0.00198 0.00578 

MW-193 UU E008 Barium, total mg/L 10/27/22 - 01/22/25 15 0 CI around geomean 0.071 0.261 

MW-193 UU E008 Beryllium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.001 

MW-193 UU E008 Boron, total mg/L 10/27/22 - 01/22/25 15 7 CI around mean 0.0399 2.23 

MW-193 UU E008 Cadmium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.001 

MW-193 UU E008 Chloride, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 28.4 1,370 
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ATTACHMENT C.  

COMPARISON TO BACKGROUND - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID HSU Event Parameter Units Date Range Sample Count Percent ND Statistical Calculation Statistical Result Background 

MW-193 UU E008 Chromium, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.0015 0.0125 

MW-193 UU E008 Cobalt, total mg/L 10/27/22 - 01/22/25 15 93 Most recent sample 0.001 0.00220 

MW-193 UU E008 Fluoride, total mg/L 10/27/22 - 01/22/25 15 13 CI around median 0.24 3.36 

MW-193 UU E008 Lead, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.00220 

MW-193 UU E008 Lithium, total mg/L 10/27/22 - 01/22/25 15 13 CI around mean 0.00408 0.123 

MW-193 UU E008 Mercury, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.0002 0.0002 

MW-193 UU E008 Molybdenum, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.0015 0.0782 

MW-193 UU E008 pH (field) SU 10/27/22 - 01/22/25 15 0 CI around mean 6.7/7.0 7.3/8.4 

MW-193 UU E008 Radium 226 + Radium 228, total pCi/L 10/27/22 - 01/22/25 15 0 CI around mean 0.478 4.14 

MW-193 UU E008 Selenium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.00320 

MW-193 UU E008 Sulfate, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 152 228 

MW-193 UU E008 Thallium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.002 0.002 

MW-193 UU E008 Total Dissolved Solids mg/L 10/27/22 - 01/22/25 15 0 CI around mean 551 3,260 

MW-356 UA E008 Antimony, total mg/L 12/29/15 - 01/23/25 30 87 CI around median 0.001 0.00230 

MW-356 UA E008 Arsenic, total mg/L 12/29/15 - 01/23/25 33 85 CI around median 0.001 0.00578 

MW-356 UA E008 Barium, total mg/L 12/29/15 - 01/23/25 33 0 CI around median 0.0299 0.261 

MW-356 UA E008 Beryllium, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.001 0.001 

MW-356 UA E008 Boron, total mg/L 12/29/15 - 01/23/25 34 0 CI around median 1.94 2.23 

MW-356 UA E008 Cadmium, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.001 0.001 

MW-356 UA E008 Chloride, total mg/L 12/29/15 - 01/23/25 34 0 CB around linear reg 27 1,370 

MW-356 UA E008 Chromium, total mg/L 12/29/15 - 01/23/25 32 100 All ND - Last 0.0015 0.0125 

MW-356 UA E008 Cobalt, total mg/L 12/29/15 - 01/23/25 31 100 All ND - Last 0.001 0.00220 

MW-356 UA E008 Fluoride, total mg/L 12/29/15 - 01/23/25 34 0 CB around linear reg 1.98 3.36 

MW-356 UA E008 Lead, total mg/L 12/29/15 - 01/23/25 31 97 CI around median 0.001 0.00220 

MW-356 UA E008 Lithium, total mg/L 12/29/15 - 01/23/25 33 0 CI around median 0.0523 0.123 

MW-356 UA E008 Mercury, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.0002 0.0002 

MW-356 UA E008 Molybdenum, total mg/L 12/29/15 - 01/23/25 33 61 CI around median 0.0015 0.0782 
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ATTACHMENT C.  

COMPARISON TO BACKGROUND - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID HSU Event Parameter Units Date Range Sample Count Percent ND Statistical Calculation Statistical Result Background 

MW-356 UA E008 pH (field) SU 12/29/15 - 01/23/25 34 0 CI around median 7.7/7.8 7.3/8.4 

MW-356 UA E008 Radium 226 + Radium 228, total pCi/L 12/29/15 - 01/23/25 33 0 CI around median 0.146 4.14 

MW-356 UA E008 Selenium, total mg/L 12/29/15 - 01/23/25 30 100 All ND - Last 0.001 0.00320 

MW-356 UA E008 Sulfate, total mg/L 12/29/15 - 01/23/25 34 0 CB around linear reg 41.1 228 

MW-356 UA E008 Thallium, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.002 0.002 

MW-356 UA E008 Total Dissolved Solids mg/L 12/29/15 - 01/23/25 33 0 CI around mean 660 3,260 

MW-369 UA E008 Antimony, total mg/L 12/29/15 - 01/23/25 24 79 CI around median 0.001 0.00230 

MW-369 UA E008 Arsenic, total mg/L 12/29/15 - 01/23/25 27 11 CI around geomean 0.0015 0.00578 

MW-369 UA E008 Barium, total mg/L 12/29/15 - 01/23/25 27 0 CB around T-S line 0.0774 0.261 

MW-369 UA E008 Beryllium, total mg/L 12/29/15 - 01/23/25 22 100 All ND - Last 0.001 0.001 

MW-369 UA E008 Boron, total mg/L 12/29/15 - 01/23/25 28 0 CB around linear reg -0.228 2.23 

MW-369 UA E008 Cadmium, total mg/L 12/29/15 - 01/23/25 22 100 All ND - Last 0.001 0.001 

MW-369 UA E008 Chloride, total mg/L 12/29/15 - 01/23/25 28 0 CI around geomean 83.3 1,370 

MW-369 UA E008 Chromium, total mg/L 12/29/15 - 01/23/25 26 88 CB around T-S line 0.0015 0.0125 

MW-369 UA E008 Cobalt, total mg/L 12/29/15 - 01/23/25 25 72 CI around median 0.001 0.00220 

MW-369 UA E008 Fluoride, total mg/L 12/29/15 - 01/23/25 28 0 CB around T-S line -0.0803 3.36 

MW-369 UA E008 Lead, total mg/L 12/29/15 - 01/23/25 25 96 CI around median 0.001 0.00220 

MW-369 UA E008 Lithium, total mg/L 12/29/15 - 01/23/25 27 4 CB around T-S line 0.0096 0.123 

MW-369 UA E008 Mercury, total mg/L 12/29/15 - 01/23/25 22 100 All ND - Last 0.0002 0.0002 

MW-369 UA E008 Molybdenum, total mg/L 12/29/15 - 01/23/25 27 4 CB around T-S line -0.00688 0.0782 

MW-369 UA E008 pH (field) SU 12/29/15 - 01/23/25 28 0 CI around median 7.1/8.4 7.3/8.4 

MW-369 UA E008 Radium 226 + Radium 228, total pCi/L 12/29/15 - 01/23/25 27 0 CI around mean 0.471 4.14 

MW-369 UA E008 Selenium, total mg/L 12/29/15 - 01/23/25 24 71 CB around T-S line -0.0054 0.00320 

MW-369 UA E008 Sulfate, total mg/L 12/29/15 - 01/23/25 28 0 CB around T-S line -12.3 228 

MW-369 UA E008 Thallium, total mg/L 12/29/15 - 01/23/25 22 100 All ND - Last 0.002 0.002 

MW-369 UA E008 Total Dissolved Solids mg/L 12/29/15 - 01/23/25 28 0 CI around median 732 3,260 

MW-370 UA E008 Antimony, total mg/L 12/29/15 - 01/23/25 30 77 CB around T-S line 0.000294 0.00230 
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ATTACHMENT C.  

COMPARISON TO BACKGROUND - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID HSU Event Parameter Units Date Range Sample Count Percent ND Statistical Calculation Statistical Result Background 

MW-370 UA E008 Arsenic, total mg/L 12/29/15 - 01/23/25 33 64 CB around T-S line 0.000157 0.00578 

MW-370 UA E008 Barium, total mg/L 12/29/15 - 01/23/25 33 0 CB around T-S line 0.0276 0.261 

MW-370 UA E008 Beryllium, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.001 0.001 

MW-370 UA E008 Boron, total mg/L 12/29/15 - 01/23/25 34 0 CI around median 1.79 2.23 

MW-370 UA E008 Cadmium, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.001 0.001 

MW-370 UA E008 Chloride, total mg/L 12/29/15 - 01/23/25 34 0 CB around linear reg 1,410 1,370 

MW-370 UA E008 Chromium, total mg/L 12/29/15 - 01/23/25 32 97 CB around T-S line 0.0015 0.0125 

MW-370 UA E008 Cobalt, total mg/L 12/29/15 - 01/23/25 31 97 CI around median 0.001 0.00220 

MW-370 UA E008 Fluoride, total mg/L 12/29/15 - 01/23/25 34 0 CB around linear reg 3.04 3.36 

MW-370 UA E008 Lead, total mg/L 12/29/15 - 01/23/25 31 100 All ND - Last 0.001 0.00220 

MW-370 UA E008 Lithium, total mg/L 12/29/15 - 01/23/25 33 0 CI around geomean 0.132 0.123 

MW-370 UA E008 Mercury, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.0002 0.0002 

MW-370 UA E008 Molybdenum, total mg/L 12/29/15 - 01/23/25 33 3 CB around T-S line 0.00113 0.0782 

MW-370 UA E008 pH (field) SU 12/29/15 - 01/23/25 34 0 CB around T-S line 7.3/7.5 7.3/8.4 

MW-370 UA E008 Radium 226 + Radium 228, total pCi/L 12/29/15 - 01/23/25 33 0 CI around geomean 0.586 4.14 

MW-370 UA E008 Selenium, total mg/L 12/29/15 - 01/23/25 30 97 Most recent sample 0.001 0.00320 

MW-370 UA E008 Sulfate, total mg/L 12/29/15 - 01/23/25 34 0 CI around mean 249 228 

MW-370 UA E008 Thallium, total mg/L 12/29/15 - 01/23/25 28 100 All ND - Last 0.002 0.002 

MW-370 UA E008 Total Dissolved Solids mg/L 12/29/15 - 01/23/25 34 0 CB around linear reg 3,000 3,260 

MW-382 UA E008 Antimony, total mg/L 12/29/15 - 01/23/25 24 96 Most recent sample 0.001 0.00230 

MW-382 UA E008 Arsenic, total mg/L 12/29/15 - 01/23/25 27 18 CI around median 0.0012 0.00578 

MW-382 UA E008 Barium, total mg/L 12/29/15 - 01/23/25 27 0 CI around mean 0.0186 0.261 

MW-382 UA E008 Beryllium, total mg/L 12/29/15 - 01/23/25 22 96 CI around median 0.001 0.001 

MW-382 UA E008 Boron, total mg/L 12/29/15 - 01/23/25 28 0 CI around median 1.71 2.23 

MW-382 UA E008 Cadmium, total mg/L 12/29/15 - 01/23/25 22 100 All ND - Last 0.001 0.001 

MW-382 UA E008 Chloride, total mg/L 12/29/15 - 01/23/25 28 0 CI around mean 33.8 1,370 

MW-382 UA E008 Chromium, total mg/L 12/29/15 - 01/23/25 26 8 CB around linear reg 0.00865 0.0125 
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ATTACHMENT C.  

COMPARISON TO BACKGROUND - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID HSU Event Parameter Units Date Range Sample Count Percent ND Statistical Calculation Statistical Result Background 

MW-382 UA E008 Cobalt, total mg/L 12/29/15 - 01/23/25 25 56 CB around T-S line 0.001 0.00220 

MW-382 UA E008 Fluoride, total mg/L 12/29/15 - 01/23/25 28 0 CI around mean 2.81 3.36 

MW-382 UA E008 Lead, total mg/L 12/29/15 - 01/23/25 25 48 CB around linear reg 0.0024 0.00220 

MW-382 UA E008 Lithium, total mg/L 12/29/15 - 01/23/25 27 0 CI around median 0.0575 0.123 

MW-382 UA E008 Mercury, total mg/L 12/29/15 - 01/23/25 22 100 All ND - Last 0.0002 0.0002 

MW-382 UA E008 Molybdenum, total mg/L 12/29/15 - 01/23/25 27 22 CI around geomean 0.00133 0.0782 

MW-382 UA E008 pH (field) SU 12/29/15 - 01/23/25 28 0 CI around mean 7.7/7.8 7.3/8.4 

MW-382 UA E008 Radium 226 + Radium 228, total pCi/L 12/29/15 - 01/23/25 27 0 CB around T-S line 0.482 4.14 

MW-382 UA E008 Selenium, total mg/L 12/29/15 - 01/23/25 24 100 All ND - Last 0.001 0.00320 

MW-382 UA E008 Sulfate, total mg/L 12/29/15 - 01/23/25 28 0 CB around linear reg 352 228 

MW-382 UA E008 Thallium, total mg/L 12/29/15 - 01/23/25 22 100 All ND - Last 0.002 0.002 

MW-382 UA E008 Total Dissolved Solids mg/L 12/29/15 - 01/23/25 28 0 CI around median 1,120 3,260 

MW-392 UA E008 Antimony, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.001 0.00230 

MW-392 UA E008 Arsenic, total mg/L 10/27/22 - 01/22/25 15 73 CI around median 0.001 0.00578 

MW-392 UA E008 Barium, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 0.038 0.261 

MW-392 UA E008 Beryllium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.001 

MW-392 UA E008 Boron, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 1.74 2.23 

MW-392 UA E008 Cadmium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.001 

MW-392 UA E008 Chloride, total mg/L 10/27/22 - 01/22/25 15 0 CI around median 827 1,370 

MW-392 UA E008 Chromium, total mg/L 10/27/22 - 01/22/25 15 60 CI around median 0.0015 0.0125 

MW-392 UA E008 Cobalt, total mg/L 10/27/22 - 01/22/25 15 93 CI around median 0.001 0.00220 

MW-392 UA E008 Fluoride, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 3.77 3.36 

MW-392 UA E008 Lead, total mg/L 10/27/22 - 01/22/25 15 93 CI around median 0.001 0.00220 

MW-392 UA E008 Lithium, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 0.0588 0.123 

MW-392 UA E008 Mercury, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.0002 0.0002 

MW-392 UA E008 Molybdenum, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.0015 0.0782 

MW-392 UA E008 pH (field) SU 10/27/22 - 01/22/25 16 0 CI around median 7.6/7.7 7.3/8.4 
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ATTACHMENT C.  

COMPARISON TO BACKGROUND - QUARTER 1, 2025 
845 QUARTERLY REPORT 
BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Well ID HSU Event Parameter Units Date Range Sample Count Percent ND Statistical Calculation Statistical Result Background 

MW-392 UA E008 Radium 226 + Radium 228, total pCi/L 10/27/22 - 01/22/25 15 0 CI around mean 0.4 4.14 

MW-392 UA E008 Selenium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.00320 

MW-392 UA E008 Sulfate, total mg/L 10/27/22 - 01/22/25 15 0 CI around median 48.9 228 

MW-392 UA E008 Thallium, total mg/L 10/27/22 - 01/22/25 16 100 All ND - Last 0.002 0.002 

MW-392 UA E008 Total Dissolved Solids mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 1,730 3,260 

MW-393 UA E008 Antimony, total mg/L 10/27/22 - 01/22/25 15 87 CI around median 0.001 0.00230 

MW-393 UA E008 Arsenic, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.001 0.00578 

MW-393 UA E008 Barium, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 0.0275 0.261 

MW-393 UA E008 Beryllium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.001 

MW-393 UA E008 Boron, total mg/L 10/27/22 - 01/22/25 15 0 CI around median 1.61 2.23 

MW-393 UA E008 Cadmium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.001 

MW-393 UA E008 Chloride, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 782 1,370 

MW-393 UA E008 Chromium, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.0015 0.0125 

MW-393 UA E008 Cobalt, total mg/L 10/27/22 - 01/22/25 15 93 CI around median 0.001 0.00220 

MW-393 UA E008 Fluoride, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 8.71 3.36 

MW-393 UA E008 Lead, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.00220 

MW-393 UA E008 Lithium, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 0.0626 0.123 

MW-393 UA E008 Mercury, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.0002 0.0002 

MW-393 UA E008 Molybdenum, total mg/L 10/27/22 - 01/22/25 15 67 CB around T-S line -0.00993 0.0782 

MW-393 UA E008 pH (field) SU 10/27/22 - 01/22/25 16 0 CI around mean 8.0/8.3 7.3/8.4 

MW-393 UA E008 Radium 226 + Radium 228, total pCi/L 10/27/22 - 01/22/25 15 0 CI around mean 0.212 4.14 

MW-393 UA E008 Selenium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.00320 

MW-393 UA E008 Sulfate, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 83.2 228 

MW-393 UA E008 Thallium, total mg/L 10/27/22 - 01/22/25 16 100 All ND - Last 0.002 0.002 

MW-393 UA E008 Total Dissolved Solids mg/L 10/27/22 - 01/22/25 15 0 CB around T-S line 2,520 3,260 

MW-394 UA E008 Antimony, total mg/L 10/27/22 - 01/22/25 15 73 CB around T-S line -0.00182 0.00230 

MW-394 UA E008 Arsenic, total mg/L 10/27/22 - 01/22/25 15 60 CI around median 0.001 0.00578 
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ATTACHMENT C.  
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Well ID HSU Event Parameter Units Date Range Sample Count Percent ND Statistical Calculation Statistical Result Background 

MW-394 UA E008 Barium, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 0.0249 0.261 

MW-394 UA E008 Beryllium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.001 

MW-394 UA E008 Boron, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 1.65 2.23 

MW-394 UA E008 Cadmium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.001 0.001 

MW-394 UA E008 Chloride, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 544 1,370 

MW-394 UA E008 Chromium, total mg/L 10/27/22 - 01/22/25 15 73 CI around median 0.0015 0.0125 

MW-394 UA E008 Cobalt, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.001 0.00220 

MW-394 UA E008 Fluoride, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 3.62 3.36 

MW-394 UA E008 Lead, total mg/L 10/27/22 - 01/22/25 15 80 CI around median 0.001 0.00220 

MW-394 UA E008 Lithium, total mg/L 10/27/22 - 01/22/25 15 0 CI around mean 0.056 0.123 

MW-394 UA E008 Mercury, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.0002 0.0002 

MW-394 UA E008 Molybdenum, total mg/L 10/27/22 - 01/22/25 15 47 CB around linear reg -0.00564 0.0782 

MW-394 UA E008 pH (field) SU 10/27/22 - 01/22/25 15 0 CI around mean 7.8/8.0 7.3/8.4 

MW-394 UA E008 Radium 226 + Radium 228, total pCi/L 10/27/22 - 01/22/25 15 0 CI around mean 0.411 4.14 

MW-394 UA E008 Selenium, total mg/L 10/27/22 - 01/22/25 15 93 Most recent sample 0.001 0.00320 

MW-394 UA E008 Sulfate, total mg/L 10/27/22 - 01/22/25 15 0 CB around linear reg 12.2 228 

MW-394 UA E008 Thallium, total mg/L 10/27/22 - 01/22/25 15 100 All ND - Last 0.002 0.002 

MW-394 UA E008 Total Dissolved Solids mg/L 10/27/22 - 01/22/25 15 0 CI around mean 1,890 3,260 

OW-256 PMP E008 Antimony, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.00230 

OW-256 PMP E008 Arsenic, total mg/L 03/14/23 - 01/27/25 9 33 CI around median 0.001 0.00578 

OW-256 PMP E008 Barium, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 0.0792 0.261 

OW-256 PMP E008 Beryllium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.001 

OW-256 PMP E008 Boron, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 0.175 2.23 

OW-256 PMP E008 Cadmium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.001 

OW-256 PMP E008 Chloride, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 51.5 1,370 

OW-256 PMP E008 Chromium, total mg/L 03/14/23 - 01/27/25 9 78 CI around median 0.0015 0.0125 

OW-256 PMP E008 Cobalt, total mg/L 03/14/23 - 01/27/25 9 67 CI around median 0.001 0.00220 
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OW-256 PMP E008 Fluoride, total mg/L 03/14/23 - 01/27/25 9 22 CB around linear reg 0.296 3.36 

OW-256 PMP E008 Lead, total mg/L 03/14/23 - 01/27/25 9 89 CI around median 0.001 0.00220 

OW-256 PMP E008 Lithium, total mg/L 03/14/23 - 01/27/25 9 11 CI around mean 0.00515 0.123 

OW-256 PMP E008 Mercury, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.0002 0.0002 

OW-256 PMP E008 Molybdenum, total mg/L 03/14/23 - 01/27/25 9 89 CI around median 0.0015 0.0782 

OW-256 PMP E008 pH (field) SU 03/14/23 - 01/27/25 9 0 CI around mean 6.7/6.9 7.3/8.4 

OW-256 PMP E008 Radium 226 + Radium 228, total pCi/L 03/14/23 - 01/27/25 9 0 CB around linear reg -0.0972 4.14 

OW-256 PMP E008 Selenium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.00320 

OW-256 PMP E008 Sulfate, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 64.3 228 

OW-256 PMP E008 Thallium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.002 0.002 

OW-256 PMP E008 Total Dissolved Solids mg/L 03/14/23 - 01/27/25 9 0 CI around mean 487 3,260 

OW-257 PMP E008 Antimony, total mg/L 03/14/23 - 01/22/25 9 56 CI around median 0.001 0.00230 

OW-257 PMP E008 Arsenic, total mg/L 03/14/23 - 01/22/25 9 11 CB around linear reg -0.079 0.00578 

OW-257 PMP E008 Barium, total mg/L 03/14/23 - 01/22/25 9 0 CB around linear reg -0.589 0.261 

OW-257 PMP E008 Beryllium, total mg/L 03/14/23 - 01/22/25 9 89 CI around median 0.001 0.001 

OW-257 PMP E008 Boron, total mg/L 03/14/23 - 01/22/25 9 0 CI around mean 0.475 2.23 

OW-257 PMP E008 Cadmium, total mg/L 03/14/23 - 01/22/25 9 89 CI around median 0.001 0.001 

OW-257 PMP E008 Chloride, total mg/L 03/14/23 - 01/22/25 9 0 CI around mean 6.89 1,370 

OW-257 PMP E008 Chromium, total mg/L 03/14/23 - 01/22/25 9 56 CI around median 0.0015 0.0125 

OW-257 PMP E008 Cobalt, total mg/L 03/14/23 - 01/22/25 9 33 CI around median 0.001 0.00220 

OW-257 PMP E008 Fluoride, total mg/L 03/14/23 - 01/22/25 9 22 CI around mean 0.386 3.36 

OW-257 PMP E008 Lead, total mg/L 03/14/23 - 01/22/25 9 67 CI around median 0.001 0.00220 

OW-257 PMP E008 Lithium, total mg/L 03/14/23 - 01/22/25 9 0 CI around median 0.0299 0.123 

OW-257 PMP E008 Mercury, total mg/L 03/14/23 - 01/22/25 9 100 All ND - Last 0.0002 0.0002 

OW-257 PMP E008 Molybdenum, total mg/L 03/14/23 - 01/22/25 9 22 CI around median 0.0026 0.0782 

OW-257 PMP E008 pH (field) SU 03/14/23 - 01/22/25 9 0 CI around mean 6.8/7.2 7.3/8.4 

OW-257 PMP E008 Radium 226 + Radium 228, total pCi/L 03/14/23 - 01/22/25 9 0 CI around median 0.797 4.14 
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OW-257 PMP E008 Selenium, total mg/L 03/14/23 - 01/22/25 9 100 All ND - Last 0.001 0.00320 

OW-257 PMP E008 Sulfate, total mg/L 03/14/23 - 01/22/25 9 0 CB around linear reg 80.2 228 

OW-257 PMP E008 Thallium, total mg/L 03/14/23 - 01/22/25 9 100 All ND - Last 0.002 0.002 

OW-257 PMP E008 Total Dissolved Solids mg/L 03/14/23 - 01/22/25 9 0 CI around median 682 3,260 

PZ-170 PMP E008 Antimony, total mg/L 03/14/23 - 01/22/25 8 75 CI around median 0.001 0.00230 

PZ-170 PMP E008 Arsenic, total mg/L 03/14/23 - 01/22/25 8 38 CI around median 0.001 0.00578 

PZ-170 PMP E008 Barium, total mg/L 03/14/23 - 01/22/25 8 0 CI around mean 0.0716 0.261 

PZ-170 PMP E008 Beryllium, total mg/L 03/14/23 - 01/22/25 8 100 All ND - Last 0.001 0.001 

PZ-170 PMP E008 Boron, total mg/L 03/14/23 - 01/22/25 8 0 CI around mean 0.259 2.23 

PZ-170 PMP E008 Cadmium, total mg/L 03/14/23 - 01/22/25 8 100 All ND - Last 0.001 0.001 

PZ-170 PMP E008 Chloride, total mg/L 03/14/23 - 01/22/25 8 0 CI around median 35 1,370 

PZ-170 PMP E008 Chromium, total mg/L 03/14/23 - 01/22/25 8 62 CI around median 0.0015 0.0125 

PZ-170 PMP E008 Cobalt, total mg/L 03/14/23 - 01/22/25 8 25 CB around linear reg -0.00213 0.00220 

PZ-170 PMP E008 Fluoride, total mg/L 03/14/23 - 01/22/25 8 25 CB around linear reg 0.205 3.36 

PZ-170 PMP E008 Lead, total mg/L 03/14/23 - 01/22/25 8 88 CI around median 0.001 0.00220 

PZ-170 PMP E008 Lithium, total mg/L 03/14/23 - 01/22/25 8 0 CI around mean 0.0291 0.123 

PZ-170 PMP E008 Mercury, total mg/L 03/14/23 - 01/22/25 8 100 All ND - Last 0.0002 0.0002 

PZ-170 PMP E008 Molybdenum, total mg/L 03/14/23 - 01/22/25 8 100 All ND - Last 0.0015 0.0782 

PZ-170 PMP E008 pH (field) SU 03/14/23 - 01/22/25 9 0 CI around mean 6.5/6.6 7.3/8.4 

PZ-170 PMP E008 Radium 226 + Radium 228, total pCi/L 03/14/23 - 01/22/25 9 0 CI around mean 0.168 4.14 

PZ-170 PMP E008 Selenium, total mg/L 03/14/23 - 01/22/25 8 100 All ND - Last 0.001 0.00320 

PZ-170 PMP E008 Sulfate, total mg/L 03/14/23 - 01/22/25 8 0 CI around mean 155 228 

PZ-170 PMP E008 Thallium, total mg/L 03/14/23 - 01/22/25 8 100 All ND - Last 0.002 0.002 

PZ-170 PMP E008 Total Dissolved Solids mg/L 03/14/23 - 01/22/25 8 0 CI around mean 915 3,260 

PZ-182 PMP E008 Antimony, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.00230 

PZ-182 PMP E008 Arsenic, total mg/L 03/14/23 - 01/27/25 9 89 CI around median 0.001 0.00578 

PZ-182 PMP E008 Barium, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 0.0575 0.261 
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PZ-182 PMP E008 Beryllium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.001 

PZ-182 PMP E008 Boron, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 0.428 2.23 

PZ-182 PMP E008 Cadmium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.001 

PZ-182 PMP E008 Chloride, total mg/L 03/14/23 - 01/27/25 9 0 CI around geomean 23 1,370 

PZ-182 PMP E008 Chromium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.0015 0.0125 

PZ-182 PMP E008 Cobalt, total mg/L 03/14/23 - 01/27/25 9 89 Most recent sample 0.001 0.00220 

PZ-182 PMP E008 Fluoride, total mg/L 03/14/23 - 01/27/25 9 22 CI around median 0.16 3.36 

PZ-182 PMP E008 Lead, total mg/L 03/14/23 - 01/27/25 9 89 CI around median 0.001 0.00220 

PZ-182 PMP E008 Lithium, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 0.0113 0.123 

PZ-182 PMP E008 Mercury, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.0002 0.0002 

PZ-182 PMP E008 Molybdenum, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.0015 0.0782 

PZ-182 PMP E008 pH (field) SU 03/14/23 - 01/27/25 9 0 CI around mean 6.5/6.7 7.3/8.4 

PZ-182 PMP E008 Radium 226 + Radium 228, total pCi/L 03/14/23 - 01/27/25 9 0 CI around mean 0.267 4.14 

PZ-182 PMP E008 Selenium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.001 0.00320 

PZ-182 PMP E008 Sulfate, total mg/L 03/14/23 - 01/27/25 9 0 CI around mean 136 228 

PZ-182 PMP E008 Thallium, total mg/L 03/14/23 - 01/27/25 9 100 All ND - Last 0.002 0.002 

PZ-182 PMP E008 Total Dissolved Solids mg/L 03/14/23 - 01/27/25 9 0 CI around mean 643 3,260 
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BALDWIN POWER PLANT 
BOTTOM ASH POND 
BALDWIN, IL 

Notes: 

Throughout this document, “exceedance” or “exceedances” is intended to refer only to potential exceedances of proposed applicable background statistics or Groundwater Protection Standards (GWPSs) as described in the proposed 

groundwater monitoring program which was submitted to the Illinois Environmental Protection Agency (IEPA) on October 25, 2021 as part of Dynegy Midwest Generation, LLC’s (DMG’s) operating permit application for the Bottom Ash 

Pond. The proposed groundwater monitoring program was revised on August 1, 2023. That operating permit application, including the proposed groundwater monitoring program, remains under review by the IEPA and, therefore, DMG 

has not identified any actual exceedances. 

Events: 

E008 = Quarter 1, 2025 sampling event 

HSU = hydrostratigraphic unit: 

PMP = Potential Migration Pathway 

UA = Uppermost Aquifer 

UU = Upper Unit 

mg/L = milligrams per liter 

ND = non-detect 
pCi/L = picocuries per liter 

SU = standard units 

Sample Count = number of samples from Sampled Date Range used to calculate the Statistical Result 

Statistical Calculation = method used to calculate the statistical result: 

All ND - Last = All results were below the reporting limit, and the last determined reporting limit is shown 

CB around T-S line = Confidence band around Thiel-Sen line 

CB around T-S line = Confidence band around Thiel-Sen line 

CB around linear reg = Confidence band around linear regression 

CI around geomean = Confidence interval around the geometric mean 

CI around mean = Confidence interval around the mean 

CI around median = Confidence interval around the median 

Most recent sample = Result for the most recently collected sample used due to insufficient data 

Statistical Result = calculated in accordance with the Statistical Analysis Plan using constituent concentrations observed at each monitoring well during all sampling events within the specified date range 

Statistical Result Code (if applicable): 

NR¹ = Parameter not analyzed. 

NS¹ = Well has been, or will be, abandoned; therefore, a sample was not collected. 

NS² = Well either needs or was undergoing maintenance; therefore, a sample was not collected. 

NS³ = The location was not accessible; therefore, a sample was not collected. 

NS⁴ = The location could not be found; therefore, a sample was not collected. 

NS⁵ = The location was damaged; therefore, a sample was not collected. 

NS⁶ = Sampling pump could not yield a sample. 

NS⁷ = Well was either dry or purged dry and did not recover sufficiently to yield adequate volume for a sample. 

NS⁸ = A sample was not collected. 

PM¹ = Parameter not analyzed as the well purged dry during sample collection and did not sufficiently recover to yield adequate sample volume for analysis. 

For pH, the values presented are the lower / upper limits of the background determination 

Lower Confidence Limit (LCL) or Upper Confidence Limit (UCL) exceeded the statistical background value 
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